Consolidated Guidance About Materials
Licenses. Program-Specific Guidance About
Industrial Radiography Licenses(NUREG-
SR1556, Val. 2)

Publication I nformation

Final Report

Consolidated Guidance About M aterials L icenses

Program-Specific Guidance About Industrial Radiography Licenses
NRC Report Number: NUREG SR-1556, Vol. 2

Availability Notice

Manuscript Completed: August 1998
Date Published: August 1998

Prepared by J. B. Carrico, A. C. White, D. J. Collins, D. A. Piskura, K. M. Prendergast, D. O.
Nellis, M. E. Schwartz

Division of Industrial and Medical Nuclear Safety
Office of Nuclear Material Safety and Safeguards
U.S. Nuclear Regulatory Commission
Washington, DC 20555-0001

Abstract

As part of itsredesign of the materials licensing process, NRC is consolidating and updating
numerous guidance documents into a single comprehensive repository as described in
NUREG-1539, "Methodology and Findings of the NRC's Materials Licensing Process Redesign”
and NUREG-1541, "Process and Design for Consolidating and Updating Materials Licensing
Guidance" (to obtain, see Availability Notice). NUREG-1556, Vol. 2 is the second
program-specific guidance developed for the new process. This document is intended for use by
applicants, licensees, and NRC staff and will also be available to Agreement States. This
guidance corresponds with the revision to 10 CFR Part 34 published in May 1997. This
document combines and supersedes the guidance previously found in draft Regulatory Guide FC
401-4, "Guide for the Preparation of Applications for the Use of Sealed Sources and Devices for



Performing Industrial Radiography,” and in NMSS Policy and Guidance Directive FC 84-15,
“Standard Review Plan for Applications for the Use of Sealed Sources and Devices for
Performing Industrial Radiography.” This report, where applicable, provides amore
risk-informed, performance-based approach to industrial radiography licensing consistent with
the current regulations. Thisfina report should be used in preparing requests for licensing
actions. NRC staff will use thisfinal report in its review of requests for licensing actions.
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Foreword

The United States Nuclear Regulatory Commission (NRC) used Business Process Redesign
(BPR) techniquesto redesign its materials licensing process. This effort is described in
NUREG-1539 (to obtain, see Availability Notice). A critical element of the new processis
consolidating and updating numerous guidance documents into a NUREG series of reports.
Below isalist of volumes currently included in the NUREG-1556 series:



Vol. No. | Volume Title | Status

1 Program-Specific Guidance Final Report
About Portable Gauge Licenses

2 Program-Specific Guidance  |Final Report
About Radiography Licenses

3 Applications for Sealed Source |Draft for Comment
and Device Evaluation and
Registration

4 Program-Specific Guidance Draft for Comment
About Fixed Gauge Licenses

5 Program-Specific Guidance Draft for Comment
About Self-Shielded Irradiators
Licenses

6 Program-Specific Guidance Draft for Comment
About 10 CFR Part 36
Irradiators Licenses

7 Program-Specific Guidance Draft for Comment
About Academic, Research and
Development, and Other
Licenses of Limited Scope

NUREG-1556, Val. 2, “Consolidated Guidance about Materials Licenses. Program-Specific
Guidance about Industrial Radiography Licenses,” dated August 1998, provides program-specific
guidance for the new process. It isintended for use by applicants, licensees, NRC license
reviewers, and other NRC personnel. It supersedes the guidance previously found in Regulatory
Guide FC 401-4, “Guide for the Preparation of Applications for the Use of Sealed Sources and
Devicesfor Performing Industrial Radiography,” dated October 1984, and in NM SS Policy and
Guidance Directive FC 84-15, “ Standard Review Plan for Applications for the Use of Sealed
Sources and Devices for Performing Industrial Radiography,” dated October 1984. This
guidance has been prepared to correspond to the new requirements and format established in the
revision of 10 CFR Part 34 published in 1997. Appendix A provides alist of Technical
Assistance Requests, Information Notices, and Policy and Guidance Directives applicable to
radiography which have been considered in the development of this NUREG Report. This
Appendix al so identifies those documents that have been superseded.

NUREG-1556, Val. 2, takes, where applicable, a more graded (or risk-informed) and
performance-based approach to licensing industrial radiography. A team composed of NRC staff
from headquarters and regional offices prepared NUREG-1556, Vol. 2. The team drew on its
collective experience in radiation safety in general and as specifically applied to industrial
radiography. A representative of NRC's Office of the General Counsel provided alegal
perspective.



NUREG-1556, Vol. 2, “Consolidated Guidance about Materials Licenses. Program-Specific
Guidance about Radiography Licenses,” dated August 1998, represents a step in the transition
from the current paper-based process to the new electronic process. NUREG-1556, Vol. 2 isalso
available electronically by visiting NRC's Home Page
<http://www.nrc.gov/INRC/NUREGS/SR1556/V 2/index.html>.

This report describes and makes available to the public information on: methods acceptable to
the NRC staff for implementing specific parts of the Commission's regul ations; techniques the
staff usesin evaluating applications, including specific problems or postulated accidents; and
datathe NRC staff needsto review applications for licenses. NUREG-1556, Val. 2,
“Consolidated Guidance about Materials Licenses: Program-Specific Guidance about Industrial
Radiography Licenses,” dated August 1998, is not a substitute for NRC regulations, and
compliance is not required. The approaches and methods described in this report are provided
for information only. Methods and solutions different from those described in this report will be
acceptable if they provide a basis for the staff to make the determinations needed to issue or
continue alicense.

Donald A. Cool, Director
Division of Industrial and Medical Nuclear Safety
Office of Nuclear Material Safety and Safeguards
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1 Purpose of Report

This NUREG report provides guidance to an applicant in preparing an industrial radiography
(radiography) license application as well as NRC criteria for evaluating a radiography license
application. The term “radiography” as used in this report means an examination of the structure
of materials by nondestructive methods, using ionizing radiation to make radiographic images
generally using gamma-emitting byproduct materials (radioisotopes). The radioisotopes most
commonly used for radiography are cobalt-60 and iridium-192; however, other radioisotopes
(e.g. californium-252) with unigue radiological characteristics may also be used. This report
does not address the research and development of radiography devices or associated equipment,
or the commercial aspects of manufacturing, distribution, and service of such devices or
equipment.

This NUREG report identifies the information needed to complete NRC Form 313

(Appendix B), “Application for Material License,” for the use of sealed sources containing
byproduct material in radiography devices. The information collection requirementsin 10 CFR
Parts 30 and 34 and NRC Form 313 have been approved under the Office of Management and
Budget (OMB) Clearance Nos. 3150-0017, 3150-0007, and 3150-0120, respectively.

The format within this document for each item of technical information is as follows:
® Regulations references the regulations applicable to the item
e Criteria outlines the criteria used to judge the adequacy of the applicant's response

® Discussion provides additional information on the topic sufficient to meet the needs of most readers

® Response from Applicant indicates that a written response is required and provides suggested
response(s) and/or offers the option of an alternative reply, or indicates that no responseis
needed on that topic during the licensing process.



Notes, Boxes, and References are self-explanatory and may not be found for each item on NRC
Form 313.

NRC Form 313 does not have sufficient space for applicants to provide full responses to Items 5
through 11. Asindicated on the form, the answers to those items are to be provided on separate
sheets of paper and submitted with the completed NRC Form 313.

Appendix C provides information on certain topics which may be used in the application and can
be used to complete items 5 - 11 of NRC Form 313. Appendix C may aso be used as a checklist
that NRC staff can use to review applications and applicants can use to check for completeness.
Appendix D is asample radiography license. It contains the conditions most often found on
these licenses, although not all licenses will have al conditions.

2 Agreement States

Certain states, called Agreement States (see Figure 2.1), have entered into agreements with the
NRC that give them the authority to license and inspect byproduct, source, or specia nuclear
materials used or possessed within their borders. Any applicant other than a Federal agency who
wishes to possess or use licensed material in one of these Agreement States needs to contact the
responsible officialsin that State for guidance on preparing an application; file these applications
with State officials, not with the NRC. Naturally-occurring and Accelerator-produced
Radioactive Material (NARM) and X-rays are always regulated by the states, not the NRC.

In general, NRC's materials licensees who wish to conduct operations at temporary jobsitesin an
Agreement State should contact that State’s radiation control program office for information
about State regulations. To ensure compliance with Agreement State reciprocity requirements, a
licensee should request authorization well in advance of scheduled use.

In the special situation of work at Federally-controlled sitesin Agreement States, it is necessary
to know the jurisdictional status of the land in order to determine whether NRC or the Agreement
State has regulatory authority. NRC has regulatory authority over land determined to be
“exclusive Federa jurisdiction,” while the Agreement State has jurisdiction over non-exclusive
Federal jurisdiction land. Licensees are responsible for finding out, in advance, the jurisdictional
status of the specific areas where they plan to conduct licensed operations. NRC recommends
that licensees ask their local contact for the Federal agency controlling the site (e.g., contract
officer, base environmental health officer, district office staff) to help determine the jurisdictional
status of the land and to provide the information in writing, so that licensees can comply with
NRC or Agreement State regulatory requirements, as appropriate. Additional guidance on
determining jurisdictional statusisfound in All Agreement States L etter, SP-96-022, dated
February 16, 1996.

Table 2.1 provides a quick way to check on which agency, if any, has regulatory authority.

Table 2.1 Who Regulates the Activity?



| Applicant and Proposed L ocation of Work |

Regulatory Agency

ederal agency regardless of location (except INRC
hat Department of Energy [DOE] and, under
ost circumstances, its prime contractors are
empt from licensing [10 CFR 30.12])
on-Federal entity in non-Agreement State, US|NRC
erritory or possession
Agreement State

on-Federa entity in Agreement State at
on-Federally controlled site




| Applicant and Proposed L ocation of Work | Regulatory Agency
Eon- Federa entity in Agreement State at Agreement State

ederally-controlled site NOT subject to
clusive Federal jurisdiction

Eon- Federal entity in Agreement State at NRC

ederally-controlled site subject to exclusive
ederal jurisdiction

Figure2.1 U.S. Map. Location of NRC Offices and Agreement Sates.

Reference: A current list of Agreement States (including names, addresses, and telephone
numbers of responsible officials) by visiting the NRC Office of State Programs’ (OSP’'s) Home
Page <http://www.hsrd.ornl.gov/nrc> and choose “ Directories’ and then “ State Program
Directors.” Or may be obtained upon request from NRC's Regional Offices (see Figure 2.1 for
addresses and tel ephone numbers).

All Agreement States Letter, SP-96-022, dated February 16, 1996, is available by visiting OSP's
Home Page <http://www.hsrd.ornl.gov/nrc>, choose “NRC-State Communications,” and then
choose “Other”; scroll down to find “1996" and then “ SP-96-022.” Or by calling OSP; call
NRC'stoll free number (800) 368-5642 and then ask for extension 415-3340.

3 Management Responsibility

The NRC recognizes that effective radiation safety program management is vital to achieving
safe and compliant operations. NRC also believes that consistent compliance with its regulations
provides reasonabl e assurance that licensed activities will be conducted safely. NRC believes
that effective management will result in increased safety and compliance. NRC frequently finds
Ineffective management is the underlying cause of safety and compliance problems.

LM anagement” refers to the processes for conduct and control of a radiation safety program and

o the individuals who are responsible for those processes and who have authority to provide
ecessary resources to achieve regulatory compliance.

To ensure adequate management involvement, a management representative, (pursuant to

10 CFR 30.32(c)), must be a person duly authorized to act for and on behalf of the applicant or

licensee) must sign the submitted application acknowledging management's commitments and
responsibility for the following:

® Ensuring radiation safety, security, and control of radioactive materials, and compliance with regulations;

® Ensuring completeness and accuracy of the radiation safety records and all information
provided to NRC (10 CFR 30.9);

® Knowing the contents of the license and application;



e Committing adequate resources (including space, equipment, personnel, time, and, if needed,
contractors) to the radiation protection program to ensure that public and worker safety is
protected from radiation hazards and compliance with regulations is maintai ned;

® Selecting and assigning aqualified individual to serve as the Radiation Safety Officer (RSO)
and, as necessary, identifying individual (s) as potential designees (10 CFR 34.13(g)) for their
licensed activities;

® Confirming that the RSO has independent authority to stop unsafe operations and will be
given sufficient time to fulfill his/her radiation safety duties and responsibilities;

® Ensuring worker audits are conducted at 6-month intervals (may be performed by the RSO);

® Ensuring workers have had adequate training;

® Reporting equipment failures as required under 10 CFR Part 21 and 34; ensuring current,
up-to-date NRC, Department of Transportation (DOT) regulations and Operating &
Emergency Procedures are available to all employees.

For information on NRC enforcement policy, see “ General Statement of Policy and Procedures
for NRC Enforcement Actions,” (NUREG-1600), which is available from NRC upon request (to
obtain, see Availability Notice). NUREG-1600 is also available on the Internet. Visit NRC's
Home Page <http://www.nrc.gov>, choose “Nuclear Materials,” then “ Enforcement Program,”
“Enforcement Guidance Documents,” and then “Enforcement Policy.” For information on
NRC's radiography inspection procedures, see Inspection Procedure 87120.

4 Applicable Regulations

It isthe licensee's responsibility to have up-to-date copies of applicable regulations, read them,
and abide by each applicable regulation.

The following Parts of 10 CFR Chapter | contain regulations applicable to radiography devices:
® 10 CFR Part 2, “Rules of Practice for Domestic Licensing Proceedings and Issuance of Orders’

e 10 CFR Part 19, “Notices, Instructions and Reports to Workers: Inspection and Investigations’



e 10 CFR Part 20, “ Standards for Protection Against Radiation”

® 10 CFR Part 21, “Reporting of Defects and Noncompliance”

® 10 CFR Part 30, “Rules of General Applicability to Domestic Licensing of Byproduct Material”

® 10 CFR Part 34, “Licenses for Radiography and Radiation Safety Requirements for
Radiographic Operations”

® 10 CFR Part 40, “Domestic Licensing of Source Material”

e 10 CFR Part 71, “Packaging and Transportation of Radioactive Material”

Part 71 requires that licensees who transport licensed material outside the site of usage, as
specified in the NRC license, or where transport is on public highways, or who may offer such
material to a carrier for transport, must comply with the applicable requirements of the United
States Department of Transportation (DOT) that are found in 49 CFR Parts 170 through 189.
Copies of DOT regulations can be ordered from the Government Printing Office (GPO) whose
address and telephone number are listed below.

e 10 CFR Part 150, “Exemptions and Continued Regulatory Authority in Agreement States and
in Offshore Waters under Section 274"

® 10 CFR Part 170, “Feesfor Facilities, Materias, Import and Export Licenses and Other
Regulatory Services Under the Atomic Energy Act of 1954, as Amended”

e 10CFR Part 171, “Annual Feesfor Reactor Operating Licenses, and Fuel Cycle Licenses and
Materials Licenses, Including Holders of Certificates of Compliance, Registrations, and
Quality Assurance Program Approvals and Government Agencies Licensed by NRC”

To request copies of the above documents, call GPO's order desk in Washington, DC at

(202) 512-1800. Order the two-volume bound version of Title 10, Code of Federal Regulations,
Parts 0-50 and 51-199 from the GPO, Superintendent of Documents, Post Office Box 371954,
Pittsburgh, Pennsylvania 15250-7954. The GPO may also be contacted at <www.gpo.gov>.
Request single copies of the above documents from NRC's Regional or Field Offices (see
Figure 2.1 for addresses and telephone numbers). Note that changes to NRC regulations are
published in the Federal Register.

5How to File



5.1 Paper Application

Applicants for a materials license should do the following:
® Be sure to use the most recent guidance in preparing an application.

e Thisdocument isthe NUREG Report for filing applications.
o Complete NRC Form 313 (Appendix B) Items 1 through 4, 12, and 13 on the form itself.

o Complete NRC Form 313 Items 5 through 11 on supplementary pages and, as needed, use
Appendix C.

o |dentify each separate sheet (other than Appendix C) submitted with the application by keying
each sheet to an item number on the application or to the topic to which it refers.

e Submit al documents, typed, on 8-1/2 x 11 inch paper.

e Avoid submitting proprietary information (e.g., confidential company information, etc.) unless
it is absolutely necessary.

® Submit an original, signed application and one copy.

® Retain one copy of the license application for futurereferencein order to maintain an
awar eness of license commitments.

Deviations from the suggested wording of certain responses as shown in this document or
submission of aternative procedures may require a custom review.

All license applications will be available for review by the general publicin NRC’s Public
Document Rooms. If it is necessary to submit proprietary information, follow the procedure in
10 CFR 2.790. Failureto follow this procedure may result in disclosure of the proprietary
information to the public or substantial delays in processing the application. Employee personal
information (e.g., home address, home telephone number, social security number, date of birth,
radiation dose information) should not be submitted unless specifically requested by NRC.

NRC's future licensing process will be faster and more efficient, in part, through acceptance and



processing of electronic applications. NRC recommends using a signed NRC Form 313. Other

components may be submitted in paper or electronic media. However, those components

submitted in paper format will be scanned and converted to electronic format. To ensure a

smooth transition, applicants are requested to follow these suggestions:

e Submit printed or typewritten, not handwritten, text on smooth, crisp paper that will feed
easily into the scanner.

® Choose typeface designs that are sans serif, such as Arial, Helvetica, Futura, or Univers (the
text of thisdocument isin a serif font called Times New Roman).

® Choose 12-point or larger font size.
® Avoid stylized characters, such as script, italic, etc.
® Besuretheprintisclear and sharp.

® Besurethereis high contrast between the ink and paper (black ink on white paper is best).

5.2 Electronic Application

Asthe electronic licensing process develops, it is anticipated that NRC may provide mechanisms
for filing applications via diskettes or CD-ROM, and through the Internet. Additional filing
instructions will be provided as these new mechanisms become available.

6 WhereTo File

Applicants wishing to possess or use licensed material in any State or U. S. territory or
possession subject to NRC jurisdiction must file an application with the NRC Regional Office
for the locale in which the material will be possessed and/or used. Figure 2.1 shows NRC's four
Regional Offices and their respective areas for licensing purposes. Figure 2.1 also identifies
Agreement States.

In general, applicants wishing to possess or use licensed materia in Agreements States must file
an application with the Agreement State, not NRC. However, if work will be conducted at
Federally controlled sites in Agreement States, applicants must first determine the jurisdictional
status of the land in order to determine whether NRC or the Agreement State has regul atory
authority. See the section on “Agreement States” for additional information.



7 License Fees

Each application for which afeeis specified, including applications for new licenses and license
amendments, must be accompanied by the appropriate fee. Refer to 10 CFR 170.31 to determine
the amount of the fee. NRC will not issue the new license prior to fee receipt. Once technical
review has begun, no fees will be refunded; application fees will be charged regardless of the
NRC's disposition of an application or the withdrawal of an application.

Most NRC licensees are also subject to annual fees; refer to 10 CFR 171.16. Consult

10 CFR 171.11 for additional information on exemptions from annual fees and

10 CFR 171.16(c) on reduced annual feesfor licensees that qualify as “small entities.”

Direct al questions about NRC's fees or completion of Item 12 of NRC Form 313 (Appendix B)
to the Office of the Controller (OC) at NRC headquartersin Rockville, Maryland,

(301) 415-7554. You may also call NRC'stoll free number (800) 368-5642 and then ask for
extension 415-7554.

8 Contents of an Application

The following comments apply to the indicated items on NRC Form 313 (Appendix B).

8.1 1tem 1. License Action Type

THISISAN APPLICATION FOR (Check appropriateitem)

| Type of Action | License No.
[ ] A. New License |Not applicable

[ 1 B. Amendment to License No IXX-XXXXX-XX

[ ] C. Renewal of License No. IXX-XXXXX-XX

Check box A for anew license request.

Check box B for an amendment of an existing license and provide license number. See
“Amendments and Renewalsto a License,” Section 9 of this document.

Check box C for arenewal of an existing license and provide license number.

8.2 Item 2. Applicant’s Name and Mailing Address

Response from Applicant: List thelegal name of the applicant's corporation or other legal

entity with direct control over use of the radioactive material; adivision or department within a
legal entity may not be alicensee. Anindividual may be designated as the applicant only if the
individual is acting in a private capacity and the use of the radioactive material is not connected



with employment in a corporation or other legal entity. Provide the mailing address where
correspondence should be sent.

Note: NRC must be notified in the event of transfer of control and bankruptcy proceedings; see
below for more details.

Timely Notification of Transfer of Control

Regulations. 10 CFR 30.34(b).

Criteria: Licensees must provide full information and obtain NRC'’s prior written consent before
transferring control of the license, directly or indirectly, or, as some licensees call it, “transferring
thelicense.”

Discussion: Transfers of control may be the results of mergers, contractual agreements, buyouts,
or majority stock transfers. Although it isnot NRC's intent to interfere with the business
decisions of licensees, it is necessary for licensees to obtain prior NRC written consent. Thisis

to ensure the following:
® Radioactive materials are possessed, used, or controlled only by persons who have valid NRC licenses;

® Materials are properly handled and secured;

® Persons using these materials are competent and committed to implementing appropriate
radiological controls;

® A clear chain of custody is established to identify who is responsible for final disposal of
radiography devices; and

® Public health and safety are not compromised by the use of such materials.

For additional guidance, see IN 89-25, rev. 1 dated Dec. 7, 1994.

Response from Applicant:

None from an applicant for anew license; Appendix E identifies the information to be provided
about transfer of control.

Notification of Bankruptcy Proceedings

Regulation: 10 CFR 30.34(h)



Criteria: Immediately (within 24 hours) following filing of voluntary or involuntary petition for
bankruptcy for or against a licensee, the licensee must notify the appropriate NRC Regional
Administrator, in writing, identifying the bankruptcy court in which the petition was filed and the
date of filing.

Response from Applicant: None at time of application for anew license.

8.3 1tem 3. Address(es) Where Licensed Material Will Be
Used or Possessed

Regulations: 10 CFR 30.33(8)(2), 10 CFR 34.11, 10 CFR 34.13(j), 10 CFR 34.33,
10 CFR 34.89, 10 CFR 34.101(c).

Criteria: Applicants must provide a specific address for each |ocation where radioactive
material will be used or stored, or dispatched.

Discussion: Specify the street address, city, and state or other descriptive address (such ason
Highway 10, 5 miles east of the intersection of Highway 10 and State Route 234, Anytown,
State) for each permanent storage or use facility and field station. A field station is alocation
where licensed material may be stored or used and from which the applicant will dispatch
equipment to jobsites. A Post Office Box addressis insufficient because NRC needs a specific
addressto allow an NRC inspector to find the use and/or storage location. If deviceswill NOT
be stored at a dispatch site or field station, indicate this. Also the applicant should state whether
alocation will be used to perform radiographic operations or only for storage of sources and
devices.

Response from Applicant:

If adevice will be used in a permanent radiographic installation, give the specific address of each
location. If applicable, describe the locations outside of the installation where radiographic
operations will be conducted.

If radiography equipment will be stored and /or used at afield station, give the specific address of
each field station.

If radiography operations will be conducted at temporary jobsites (i.e., locations where work is
conducted for limited periods of time), specify “temporary jobsites anywhere in the United States
where NRC maintains jurisdiction.”

Note: If radiography operations are expected to exceed 180 days at atemporary jobsite, then

provide written notification to the appropriate NRC regional office prior to exceeding the
180 days (a license amendment is not required).

8.4 Item 4. Person to Be Contacted about this Application



Identify the individual who can answer questions about the application and include his or her
telephone number. Thisistypically the proposed radiation safety officer (RSO) or
knowledgeable management official. The NRC will contact thisindividual if there are questions
about the application.

Notify NRC if the contact person or telephone number changes. Thisnoticeisfor “information
only” and does not require a license amendment or afee.

As indicated on NRC Form 313 (Appendix B), Items 5 through 11 should be submitted on
separate sheets of paper.

85I1tem 5: Radioactive M aterial

8.5.1 Sealed Sour ces and Devices
Regulation: 10 CFR 30.32(g), 10 CFR 30.33(a)(2), 10 CFR 32.210, 10 CFR 34.20.

Criteria: Applicants must provide the manufacturer's (or distributor’s) name and model number
for each requested source assembly (sealed source), exposure device, and source changer.
Licensees will only be authorized for radiographic exposure devices, source assemblies or sealed
sources containing byproduct material and associated equipment meeting NRC performance
requirements and specifically approved or registered by NRC or an Agreement State. Also,
identify any depleted uranium that is used as shielding material (radiographic exposure devices,
source changers and some collimators contain depleted uranium).

Discussion: NRC or an Agreement State performs a safety evaluation of radiography source
assemblies (sealed sources) exposure devices and source changers prior to distribution of these
sources/devices to specific licensees. The safety evaluation is documented in a Sealed Source
and Device (SSD) Registration Certificate issued to the manufacturer (or distributor). Therefore,
If the source assemblies, exposure devices, or source changers are approved for use by NRC or
an Agreement State agency, the applicant need only note the manufacturer's (or distributor's)
name and model number of the sources/devicesin its license application to demonstrate that the
requirements are met.

Consult with the proposed supplier to ensure that sources and devices conform to the sealed
source and device designations registered with NRC or an Agreement State. For licenseesto
ensure that they use radiographic equipment in accordance with registration certificates, licensees
may want to review the certificate, discuss with the manufacturer, or obtain a copy of the
certificate. Licensees may not make modifications to exposure devices, source changers, source
assemblies and associated equipment unless the design of any replacement component, including
source holder, source assembly, controls or guide tubes would not compromise the safety features
of the system.

Consult with the manufacturer of the associated equipment (i.e., equipment that isused in
conjunction with the exposure device that drives, guides, or comes in contact with the source) to



be sure that the associated equipment is compatible with the sources and devices. Licensees

must demonstrate that associated equipment meet the performance requirementsin

10 CFR 34.20. Information Notice 96-20: “Demonstration of Associated Equipment Compliance
with 10 CFR 34.20" (Appendix F) contains a number of ways that licensees can demonstrate that
their associated equipment meets performance requirements.

Response from Applicant:
® |dentify each radionuclide that will be used. Identify the manufacturer (or distributor) and

model number of each sealed source, source assembly, exposure device, and/or source
changer to by possessed. Identify any depleted uranium that is used as shielding material.

® Confirm that each sealed source, device, and source/device combination possessed is
registered as an approved sealed source or device by NRC or an Agreement State and will be
possessed and used in accordance with the conditions specified in the registration certificate.

® Confirm that associated equipment is compatible with the exposure devices, source changers,
and sealed sources containing byproduct material.

® |dentify by radioisotope and manufacturer (or distributor) and model number any other sealed

sources containing byproduct material (i.e., any source that will not be used for performing radiography).

e Confirm that all radiographic exposure devices, source assemblies or sealed sources, and all
associated equipment which meet the requirements specified in 10 CFR 34.20 will be used in

radiographic operations.
Table 8.1 Industrial Nuclear Modél Ir-100 Exposure Device Maximum Authorization —
120 Ci
Element Sealed Source Curies Sour ce Changer |Maximum Curies
Meeting 10 CFR Authorized
34 Requirements
iIr-192 * IN Model 32 120 Ci » Amersham 550- |120 Ci
SU
120 Ci
*IN IR-50
Ir-192 * IN Model 33 120 Ci » Amersham 550 - {120 Ci
SU
120 Ci
*IN IR-50




Ir- 192 . Amersham 120 Ci . Amersham 550 - 120 Ci
87703 SuU

240 Ci
» Amersham 650L
1,000 Ci
» Amersham 820
960 Ci
» Amersham 855
120 Ci

* IN IR-50

II r-192 » SPEC G-40F 120 Ci » Amersham 550 - |120 Ci
SU
150 Ci
* SPECC-1
120 Ci
* IN IR-50

Table 8.2 Spec Model 150 Exposur e Device Maximum Authorization — 150 Ci

Ir- 192 . SPEC G-60 240 Ci . SPEC C-1 150 Ci

Table 8.3 Amersham M odel 680 System Exposure Device Maximum Authorization — 110
Ci



.Co-60 « Amersham {110 Ci '+ Amersham 770 550 Ci
A424-14 ' | |

'« Amersham 771 1110 Ci

Table 8.4 Amersham M odel 660 System Exposure Device Maximum Authorization — 140
Ci

Ir-192 IN Mode 7 100 Ci Amersham 550 - 120 Ci

S

240 Ci
Amersham 650L

1,000 Ci
Amersham 820

960 Ci
Amersham 855

120 Ci
IN IR-50

150 Ci
SPEC C-1

Amersham 650L




Element Sealed Source Curies Sour ce Changer Curie
Authorization
{Ir-192 Amersham A424- |240 Ci Amersham 550 - |120 Ci
9 SuU

240 Ci
Amersham 650L

1,000 Ci
Amersham 820

960 Ci
Amersham 855

120 Ci
IN IR-50

150 Ci
SPEC C-1

Note: For information on SSD registration certificates, contact the Registration Assistant by
calling NRC's toll free number (800) 368-5642 and then asking for extension 415-7217.

8.5.2 Financial Assurance and Recor dkeeping for Decommissioning
Regulations: 10 CFR 30.34(b), 10 CFR 30.35, 10 CFR 34.13(k).

Criteria: Industrial radiography licensees authorized to possess sealed sources containing
byproduct material in excess of the limits specified in 10 CFR 30.35 must provide evidence of
financial assurance for decommissioning.

Licensees are required to maintain, in an identified location, decommissioning records related to
structures and equipment where devices are used or stored and records related to leaking sources.
Licensees must transfer these records important to decommissioning either to any new licensee
before licensed activities are transferred or assigned in accordance with 10 CFR 30.34(b), or to
the appropriate NRC regional office before the license is terminated.

Discussion: The requirements for financial assurance are specific to the types and quantities of
byproduct material authorized on alicense. Most industrial radiography applicants and licensees
do not need to comply with the financial assurance requirements because the thresholds for
seal ed sources containing byproduct material are 3.7 x 10° Bq (10,000 curies) of cobalt-60 and
3.7 x 10° Bq (100,000 curies) of cesium-137 or byproduct material with half-lives less than 120
days (e.g., iridium-192). Thus, alicensee would need to possess hundreds of sources before the
financial assurance requirements would apply. Since the standard industrial radiography license
does not specify the maximum number of sources that the licensee may possess (allowing the
licensee flexibility in obtaining sources/devices as needed without amending its license), it
contains a condition requiring the licensee to limit its possession of sources to quantities not
requiring financial assurance for decommissioning. Applicants and licensees desiring to possess
sources exceeding the threshold amounts must submit evidence of financial assurance.



The same regulation also requires that licensees maintain records important to decommissioning
in identified locations other than at any temporary jobsite. All industrial radiography licensees
need to maintain records of structures and equipment where devices are used or stored. As-built
drawings showing modifications to structures and equipment fulfill this requirement. If drawings
are not available, licensees may substitute appropriate records (e.g., a sketch of the room,
building or a narrative description of the area) concerning the areas and locations. In addition,
industrial radiography licensees who have experienced unusual occurrences (e.g., leaking sources
or other incidents that involve spread of contamination, such as S-tube breakthrough) aso need
to maintain records about contamination that remains after cleanup or contamination that may
have spread to inaccessible areas.

Response from Applicants: State: “Pursuant to 10 CFR 30.35(g), we shall maintain drawings
and records important to decommissioning and to transfer these records to a new licensee before
licensed activities are transferred, or to assign the records to the appropriate NRC regional office
before the license is terminated.”

AND
If financial assurance is required, submit evidence.

Reference: Regulatory Guide 3.66, “ Standard Format and Content of Financial Assurance
M echanisms Required for Decommissioning Under 10 CFR Parts 30, 40, 70, and 72,” is
available from NRC upon request.

8.6 Item 6. Purpose(s) for Which Licensed Material Will Be
Used

Regulations: 10 CFR 30.33(a)(1), 10 CFR 34.1.

Criteria: Sources and devices will be used only for the purposes for which they were designed
and in accordance with the manufacturer's recommendations for use as specified in an approved
Sealed Source and Device (SSD) Registration Certificate.

Discussion: Thetypical license authorizes persons to perform source exchanges and to conduct
industrial radiography at temporary jobsites, field stations, and/or permanent radiographic
installations. Unusual uses will be evaluated on a case-by-case basis and the authorized use
condition will reflect approved uses. Applicants who plan to perform radiographic operations on
lay-barges, on offshore platforms, or underwater must specifically request these operations.

Response from Applicant:
® Check off on Appendix C that the equipment will only be used for industrial radiography.

OR
® Specify the purposes for which the sources and device(s) will be used other than those



included in the manufacturer’'s recommendations, as specified on the SSD Registration
Certificate.

AND
® [n addition, specify any plansto perform radiography underwater, on lay-barges, or on
off-shore platforms.

8.7 Item 7. Individual(s) Responsible for Radiation Safety
Program and Their Training and Experience

8.7.1 Radiation Safety Officer (Rso)
Regulations: 10 CFR 34.13(f), 10 CFR 34.13(g), 10 CFR 34.42.

Criteria: RSOsand potentia designees responsible for ensuring that the licensee's radiation
safety program isimplemented in accordance with approved procedures must have adequate
training and experience.

Discussion: The person responsible for the radiation protection program is called the RSO. The
NRC believes the RSO is the key to overseeing and ensuring safe operation of the licensee’'s
radiography program. The RSO needs independent authority to stop operations that he or she
considers unsafe. He or she must have sufficient time and commitment from management to
fulfill certain duties and responsibilities to ensure that radioactive materials are used in a safe
manner.

The RSO may delegate certain day-to-day tasks of the radiation protection program to other
responsible individuals (potential designees). For example, alarge testing company with
multiple field stations may appoint individuals designated as “site RSOs” who assist the RSO
and are responsible for the day-to-day activities at the field stations. Licensees may also appoint
other individuals who may “step-in” as an emergency contact when the RSO is unavailable. The
potential designees do not need to meet the required RSO qualifications; however, these
individuals should be qualified, experienced radiographers who are adequately knowledgeable of
the activities to which they are assigned. Applicants do not have to identify other responsible
individualsif day-to-day tasks, etc. will not be delegated.

Typical RSO duties areillustrated in Figure 8.1. NRC requires the name of the RSO on the
license to ensure that licensee management has always identified aresponsible, qualified person
and that the named individual knows of his or her designation as RSO. Provide NRC with a
copy of an organizational chart showing the RSO (and other designated responsible individuals)
to demonstrate that he or she has sufficient independence and direct communication with
responsible management officials. Also, show in the organizational chart the position of the
individual who signs the application in Item 13 of the NRC Form 313.

To be considered eligible for the RSO position, an individual must be a qualified radiographer,
have a minimum of 2,000 hours (one year full-time field experience) of hands-on experience asa



qualified radiographer, and have formal training in establishing and maintaining a radiation
protection program. This should be a course specifically designed to provide training in running
aradiation safety program, a basic radiation safety course is not acceptable. While acourse
particular to industrial radiography would be highly encouraged, thisis not required. Acceptable
training programs would be would be a classroom course typical of those provided through
universities or commercial training facilities. Hands-on experience means experiencein al areas
considered to be directly involved in the radiography process. Thisincludes taking radiographs,
surveying device and radiation areas, transporting the radiography equipment to temporary
jobsites, posting, work sites, radiation area surveillance, completing and maintaining records, etc.
Excessive time spent in only one or two of these operations (film development and/or area
surveillance) should not be counted toward the 2,000 hours. Experience with radiography using
x-rays can be included; however, the majority of experience should be in isotope radiography.

Figure 8.1 Responsihilities. Typical duties and responsihilities of ROs.

Note: The NRC will consider individuals with alternative training and experience as RSOs. For
example, a person certified in health physics or industrial hygiene with previous experience in
managing a radiation safety program of comparable size and scope could be considered as an
individual case. The qualifications, training, and experience required of the RSO may vary
depending upon the complexity of the applicant’s operations and number of radiography
personnel.

Response from Applicant: Provide the following:

® The name of the proposed RSO and other potentia designees who will be responsible for
ensuring that the licensee’s radiation safety program is implemented in accordance with
approved procedures.

AND
® Demonstrate that the RSO has sufficient independence and direct communication with
responsible management officials by providing a copy of an organizational chart by position,
demonstrating day-to-day oversight of the radiation safety activities.

AND EITHER
® The specific training and experience of the RSO and other potential designees.

® [nclude the specific dates of certification and/or training in radiation safety.

® Documentation to show that the RSO has a minimum of 2,000 hours of hands-on experience
asaqualified radiographer in industria radiographic operations.

® Documentation to show that the RSO has obtained formal training in the establishment and
maintenance of a radiation protection program.



OR
® Alternative information demonstrating that the proposed RSO is qualified by training and
experience (e.g., Board Certification by the American Board of Health Physicists, completion
of abachelor's and/or master’s degree in the sciences with at |east one year of experiencein
the conduct of aradiation safety program of comparable size and scope).

® Documentation to show that the RSO has obtained formal training in the establishment and
maintenance of a radiation protection program.

Note: It isimportant to notify NRC and obtain a license amendment prior to making changesin
the designation of the RSO responsible for the radiation safety program. If the RSO leaves the
organization before an amendment is approved by the NRC, a potentia designee, who meets the
RSO qualification requirements, is responsible for ensuring that the licensee’s radiation safety
program is implemented in accordance with the license and NRC regulations. Alternative
responses will be reviewed against the criterialisted above.

8.8 Item 8. Training for Radiographers and Radiographer’s
Assistants

Regulations: 10 CFR 19.12, 10 CFR 30.33, 10 CFR 34.13, 10 CFR 34.43.

Criteria: Radiographers and radiographer’s assistants must have adequate training and
experience asoutlined in 10 CFR 34.43.

Discussion:
® A radiographer is aperson who performs or personally supervises industrial radiography and
IS responsible for ensuring compliance with NRC regulations and the safe use of radioactive materials.

e A certified radiographer is an individual who has been certified by a certifying entity that
he/she has met established radiation safety, testing, and experience criteria.

® A radiographer’s assistant is an individual, who under the direct supervision (in the physical
presence) of the radiographer uses radiographic equipment (seal ed sources containing
byproduct material or related handling tools, exposure devices, and radiation survey
instruments) in performing industrial radiographic operations.

istants and requires that all radiographers be certified. It also addresses annual refresher

%CFR Part 34.43 describes specific training requirements for radiographers and radiographer’s
raining and semiannual audits of radiographers and radiographers assistants.




Refer to Appendix G as an aid to determining the specific training requirements for
radiographers and radiographer’s assistants. The applicant must submit a description of their
training program for radiographers and radiographers assistants.

he effective date of the certification requirement is June 27, 1999. After this date applicants

ill no longer be required to describe their initial training and examination program in the topi

utlined in 10 CFR 34.43(g). There are no licensing actions required when radiographers are
tified. The NRC will verify radiographer certification during routine NRC inspections.

Because 10 CFR Part 34 contains different requirements for radiographers and radiographer's
assistants, include training programs for each. When describing the training programs for these
positions, include the sequence of events from the time of hiring through the designation of
individuals as radiographers or radiographer’s assistants. Experienced radiographers who have
worked for another licensee should receive formal instruction similar to that given to prospective
radiographer’'s assistants. This instruction must include training in your operating and emergency
procedures, in the use of your exposure devices and associated equipment, and in the use of
survey meters and other radiation monitoring devices.

Instructors who provide classroom training to individuals in the principles of radiation and
radiation safety should have knowledge and understanding of these principles beyond those
obtainable in a course similar to the one given to prospective radiographers. Individuals who
provide instruction in the hands-on use of radiography equipment should be qualified
radiographers with at least 1 year of experience in performing radiography, or should possess a
thorough understanding of the operation of radiographic equipment (e.g., a manufacturer's
Service representative).

An internal inspection program (audit program) of the job performance of each radiographer and
radiographer’s assistant ensures that the Commission’s regulations, license requirements, and the
licensee’s operating and emergency procedures are followed. The audit must include observation
of the performance of each radiographer and radiographer’s assistant during an actual industrial
radiographic operation at intervals not to exceed 6 months. If aradiographer or radiographer’s
assistant has not participated in an industrial radiographic operation for more than 6 months, the
individual must demonstrate knowledge of the training requirements by practical examination
before participating in a radiographic operation. The person conducting internal inspections
should have a minimum of one year actual experience as aradiographer.

Response from Applicant: Submit an outline of the training to be given to prospective
radiographers and radiographer’s assistants. Submit your procedures for experienced
radiographers who have worked for another licensee.

Provide a copy of atypical examination and the correct answers to the examination questions.
Indicate the passing grade.

Prior to June 27, 1999, you may affirm that all individuals acting as radiographers will be
certified in radiation safety in lieu of providing a description of your training and examination



program in the topics listed in 10 CFR 34.43(g). (All other training program descriptions must
still be submitted.)

Specify the qualifications of your instructorsin radiation safety principles and describe their
experience with radiography. If training will be conducted by someone outside the applicant’s
organization, identify the course by title and provide the name and address of the company
providing the training.

Describe the field (practical) examination that will be given to prospective radiographers and
radiographer’'s assistants. The NRC suggests using the checklist in Appendix H as a source of
potential areas to review during the field examination.

Describe the annual refresher training program, including topics to be covered and how the
training will be conducted.

Submit your procedures for verifying and documenting the certification status of radiographers
and for verifying that their certification remainsvalid. Asaminimum your procedures for newly
hired, previously certified individuals should require documentation of your contacting the
certifying entity and confirming the certification. Y our procedures should aso ensure you are
aware of certification expiration dates and that individuals with expired certifications do not act a
radiographers.

Submit a description of your program for inspecting the job performance of each radiographer
and radiographers’ assistant at intervals not to exceed 6 months as described in 10 CFR 34.43(e).

-ray training by itself will not be considered adequate experience for performing gamma
adiography.

8.9 Item 9: Facilitiesand Equipment

Regulations: 10 CFR 20.1003, 10 CFR 20.1301, 10 CFR 20.1601, 10 CFR 20.1801,
10 CFR 20.1802, 10 CFR 30.33, 10 CFR 34.13(j), 10 CFR 34.33, 10 CFR 34.89.

Criteria: Licensees must specifically identify and describe permanent radiographic installations
and field stations, and any other locations where radiography will be conducted.

Discussion: A permanent radiographic installation is an enclosed shielded room, cell, or vault in
which radiography may be performed. A facility is considered “permanent” if it isintended to be
used for radiography, even if radiography israrely performed there. The nature of the facility,
rather than the frequency of use, determines a permanent radiographic installation. All
radiographic operations conducted at |ocations of use authorized on the license must be
conducted in a permanent radiographic installation, unless specifically authorized by NRC. If
licensees need to perform radiography at their place of business outside of a permanent facility
due to unique circumstances (the item to be radiographed is too large for the facility), then the
NRC must authorize this method of use. In this case two individuals must be present whenever



radiographic operations occur outside of a permanent installation.

The one primary (and perhaps the most important) reason licensees have for conducting
radiography in a permanent radiographic installation is that they can limit access restrictions
imposed at awork location. In order to ensure this control a permanent radiographic installation,
if located on the ground, must be enclosed by a minimum of four shielded walls (otherwise the
floor must also be shielded). The use of materials that do not realistically provide shielding, do
not qualify. Areas outside of the facility generally should qualify as unrestricted areas. While
the area outside of an installation should qualify as an unrestricted area (i.e., not exceed 2mr/hr),
the regulation did not specify radiation limitsin order to allow for design flexibility for moving
equipment into and out of the installation, or other considerations. Radiation levels slightly
exceeding these levels outside of the facility should only be considered or alowed when the
higher levels are due to “sky shine” or the need for equipment movement. If the roof of the
facility does not qualify as arestricted area, or if no roof exists, mechanical access restrictions
(fence, etc.) must be utilized and additional administrative controls must imposed to ensure that
unwanted access can be gained only through extraordinary effort. All entrance waysinto the
facility must be interlocked with 10 CFR Part 34 required control devices. Unlessall entrance
ways are locked, at |east one radiographer must be present at the facility whenever radiography is
being conducted.

A field station is afacility where licensed material may be stored and/or used and from which
equipment is dispatched. Radiographic operations may be conducted in a permanent
radiographic installation or at the place of business in the same manner as described above.

A restricted areais an areathat licensees limit access for the purpose of protecting individuals
from undue risks from exposure to radiation and radioactive materials. A restricted area cannot
include areas used as residential quarters. Consequently, industrial radiography devices must not
be stored in motel rooms or similar locations.

Requirements for a permanent radiographic installation:
® Audible-visible signals

Each access point is equipped with a visible-audible signal system. Thevisiblesigna is
activated by radiation whenever the source is exposed. The audible signal will sound if
anyone tries to enter the installation while the source is exposed. The requirement for the
visible-audible signal system isin addition to other measures that may be taken to prevent
access to the installation, such as locked doors.

As an alternative to the visible-audible alarm system, it is acceptabl e to use a control system
that will reduce the radiation level if the entrance to a high-radiation area is opened while the
sourceisout. The system must be automatic and independent of radiography personnel
action. If this alternative is planned, provide a description of the system.

e Diagram depicting the shielding, layout, and audible-visual alarms



A diagram of the installation is helpful in evaluating the shielding and determining
compliance with regulations regarding restricted and unrestricted areas, location of access
points, and locations of audible-visible signals. Figure 8.2 shows an example installation
diagram.

Figure 8.2 Example Diagram of a Permanent Radiographic Installation
® Calculations or survey results of radiation levels

For a determination of installation adequacy, provide information showing that the radiation
level in all directions around the installation, including the roof, will not exceed a dose of 0.02
mSv (2 mrem) in any one hour. Take into account the highest quantity of radioactive material
that will be used in the installation and any limitations on source positioning in the
installation. Radiation levelsin all directions around the installation that are below 0.02 mSv
(2 mrem) in any one hour are considered acceptable. If the radiation levels will exceed 0.02
mSv (2 mrem) in any one hour, then steps should be taken (use lower-activity source, use
collimator, or move setup farther away) to reduce the radiation to the acceptable level.

A radiation level on the roof that exceeds 1.0 mSv (100 mrems) in one hour at 30 cm from the
surface is considered a * high radiation area” and requires special precautions to control access
tothearea. Licensees should make efforts to lower aradiation level exceeding 1.0 mSv (100
mrems) in any one hour by using additional shielding, collimators, or other engineering
controls. Theroof of afixed radiography cell isa potentialy occupied area, and applicants
must demonstrate that no individual member of the public could receive effective doses in
excess of 0.02 mSv (2 mrems) in any one hour or 1 mSv (100 mrems) in a year.

Response from Applicant: Provide the following:

e |f radiography is planned in a permanent radiography installation or installations (including
field stations with permanent exposure cells), provide the following information for each
installation:

O An annotated sketch or drawing of the facility and its surroundings.

O The scale to which the sketch or drawing is made. The same scale should be used for
all sketches and drawings. The recommended scaleis 1/4 inch = 1 foot. Drawingsto
this scale that do not fit on 8 %2 X 11 paper may be provided as sectional drawings.

O Thetype, thickness and density of shielding materials on all sides, including the floor
and the roof.

O Thelocations of entrance ways and other points of access to the facility.

O A description of the areas adjacent to the facility and the distance to these areas.
Include information on areas adjacent to, above, and below the facility.

O A description of the general location of each proposed permanent installation listed in
Item 3 (e.g., located in an industrial park, an office complex, etc.) and its current use. If
any proposed permanent installation is a private residence, provide diagrams of the
installation that include the building, the proposed restricted area(s), and adjacent areas,
including above and below the restricted areas; provide commitments that restricted
areas do not include residential quarters, and explain how radiation levelsin



unrestricted areas will be maintained at less than 1 mSv (100 mrem) per year.

O A description of the visible-audible signal system or entrance control system and its
location.

O Theresults of radiation-level calculations or actual radiation measurements adjacent to,
above, and below theinstallation. The radiation level in all directions around the
installation, including the roof, should not exceed 0.02 mSv (2 mrem) in any one hour.
Clearly identify the type of source (isotope), the amount of radioactive material in the
source, and the position of the source within the installation for the calculations or
measurements.

Variances will be considered if construction requirements preclude shielding the roof in order

to meet the requirement not to exceed 0.02 mSv (2 mrem) in any one hour. Provide the

following information to obtain approval for a variance:

® Procedures for ensuring that no individua is on the roof or could gain access to the roof
during radiography

® Means of preventing access to the roof

® A commitment that the roof will be posted with “Caution (or Danger) Radiation Area’ signs

® Stepstaken to minimize radiation on the roof

e Limitations (if needed) on positioning of sources or type (isotope) and amount of radioactive
material that may be used in the installation to ensure that areas adjacent to, above, and below
the installation will be unrestricted areas during the performance of radiography

If radiation levels on the radiography installation roof* exceed 1.0 mSv (100 mrem) in any one
hour, then provide the following information in addition to the items above to apply for this

variance:
® A commitment that the roof will be posted with “Caution (or Danger) High Radiation Area’ signs

® Evidence of constant surveillance of the roof by closed-circuit TV

® Fluctuation of the dose rate

® A description of acontrol device that would automatically reduce the radiation level to 1 mSv
(200 mrem) in any one hour at 30 cm from the radiation source if someone enters the roof.



® A description of acontrol device that activates a visible-audible signal so that both an
individual entering the roof and the radiographer on duty are made aware of the entry

Field Stations:

® Describe the storage location(s) at the address(es) listed in Item 3 of the application and
submit a diagram showing where the radiography camerawill be stored at the field stations.
Indicate whether or not radiography will be performed at the place of business outside of a
permanent radiography installation. If radiography will be performed at a site outside of a
permanent radiography installation, provide a diagram of the location where radiography may
be performed and its surroundings, including a description of adjacent property.
Note: Certain records described in the regulations which pertain to radiation safety may need
be on file a these field stations and each temporary jobsite.

Note: Rem, and its Sl equivalent Sievert, will be used in this report whenever units of radiation
exposure or dose arerequired. Thisisdone since 10 CFR Part 20 sets dose limitsin terms of
rem, not rad or roentgen, and the sealed sources used in radiography emit gammarays, which
means that 1 roentgen = 1 rad = 1 rem.

8.10 Item 10: Radiation Safety Program
Regulations. 10 CFR 20.1101, 10 CFR 30.33, 10 CFR 34.13.

Criteria: A radiation safety program must be established and submitted to the NRC as part of
the application. The program must be commensurate with the scope and extent of activities for
the use of licensed materialsin industrial radiography.

Each applicant for an industrial radiography license must develop, document, and implement a
radiation protection program containing the following elements:
® Stepsto keep radiation exposures ALARA

Description of equipment and facilities adequate to protect personnel, the public and the environment

Conduct of licensed activities by individuals qualified by training and experience

Written operating and emergency procedures

Program to inspect the job performance of radiographic personnel

Description of organization structure and individual s responsible for ensuring implementation



of radiation safety program

® Records management

Discussion: The specific components of the applicant’s radiation safety program are detailed in
the following topics found in this NUREG. Some topics will not require the applicant to submit
information as part of an application, but ssmply provide the applicant with guidance to comply

with a specific NRC requirement.

8.10.1 Radiation Safety Program Audit
Regulations. 10 CFR 20.1101, 10 CFR 20.2102.
Criteria: Licensees must review the content and implementation of their radiation protection

programs annually to ensure:
o Compliance with NRC and DOT regulations, and the terms and conditions of the license

® Occupationa doses and doses to members of the public that are as low as reasonably
achievable (ALARA)

® Records of audits and other reviews of program content are maintained for 3 years.
Discussion: Appendix | contains a suggested annual audit program that is specific to industrial
radiography and is acceptable to NRC. All areasindicated in Appendix | may not be applicable

to every licensee and may not need to be addressed during each audit.

Audit records acceptable to NRC should contain the following information:
e Date of audit

Name of person(s) who conducted the audit

Names of persons contacted by the auditor(s)

Areas audited

Audit findings, corrective actions



e Follow-up.

It is essential that once identified, problems be corrected in atimely manner. Information Notice
(IN) 96-28, “Suggested Guidance Relating to Development and Implementation of Corrective
Action,” provides guidance on this subject. The NRC will review the licensee's audit results and
determine if corrective actions are thorough, timely, and sufficient to prevent recurrence. If
violations are identified by the licensee and these steps are taken, the NRC can exercise
discretion and may elect not to cite aviolation. The NRC's goal isto encourage prompt
identification and prompt, comprehensive correction of violations and deficiencies. For
additional information on NRC's use of discretion on issuing violations, refer to “ Genera
Statement of Policy and Procedures for NRC Enforcement Actions,” (NUREG-1600) (to obtain,
see below).

Response from Applicant: The applicant is not required to submit its audit program applicable
to 10 CFR Part 20 for review during the licensing phase. Appendix |, Radiation Safety Program
Audit, provides an example of an acceptable annual audit.

References: The following documents are available from NRC upon request: [nspection
Procedure 87120, “Industrial Radiography Field Notes,” NUREG-1600, “General Statement of
Policy and Procedures on NRC Enforcement Actions,” (to obtain, see Availability Notice) and IN
96-28, “ Suggested Guidance Relating to Development and Implementation of Corrective
Action.” NUREG-1600 is also available on the Internet. Visit NRC's Home Page
<http://www.nrc.gov>, choose “Nuclear Materias,” then “Enforcement Program,” “ Enforcement
Guidance Documents,” and then “Enforcement Policy.”

8.10.2 I nstruments
Regulations: 10 CFR 30.33(a)(2), 10 CFR 34.25, 10 CFR 34.31, 10 CFR 34.65.

Criteria: A radiation survey meter intended for industrial radiography that utilizes sealed

radli oi sotope sources should be capable of accurately measuring the radiation fields produced by
the sealed radiography source currently in use, and be visually checked for damage and for proper
operation with a check source or other appropriate means, such as an exposure device, before use
on each day it isto be used. The survey meter shall be calibrated at intervals not to exceed 6
months and after each servicing, (except for battery changes). Written procedures are required
for inspection and routine maintenance of the survey meters, which isto be performed at
intervals not to exceed 3 months or before the first use thereafter to ensure proper functioning of
components important to safety.

Discussion: Licensee shall keep an adequate number of appropriate radiation survey instruments
that are both calibrated and operable, at each location where radioactive material is present to
make the required radiation surveys. The instruments shall be capable of measuring a range from
0.02 mSv (2 mrem) per hour through 10 mSv(1 rem) per hour. Each radiation survey instrument
shall be calibrated at intervals not to exceed 6 months and after each instrument servicing, except
for battery changes. Records of survey instrument calibrations will be retained for a minimum of



3 years (10 CFR 34.65). Records are to be made of equipment problems and maintenance
performed and these shall be retained for 3 years (10 CFR 34.73).

Response from Applicant: Provide the following:
® A statement that: “We will possess and use calibrated and operable radiation survey meters.”

AND
e |[f calibration is performed by a person or firm outside the applicant's organization, specify the
calibration will be performed by a NRC or Agreement State licensee specifically authorized to
perform instrument calibration.

OR
e |[f the calibration is to be performed in-house either state that the model proceduresin
Appendix Jwill be followed or describe alternative procedures. Identify the qualifications of
the individuals who will perform the calibrations.

Note: For detailed information about survey instrument calibration, refer to ANSI N323-1978,
“Radiation Protection Instrumentation Test and Calibration.” Reaffirmed 1993 copies may be
obtained from the American National Standards Institute, 1430 Broadway, New Y ork, NY
10018.

8.10.3 Material Receipt and Accountability

Regulations: 10 CFR 30.34(e), 10 CFR 30.41, 10 CFR 30.51, 10 CFR 34.29, 10 CFR 34.63,
10 CFR 34.69.

Criteria: Licensees must do the following:
® Maintain records of receipt, transfer, and disposal of sources/devices and

e Conduct physical inventories at quarterly intervals (not to exceed 3 months) to account for all
sealed sources containing byproduct material and devices containing depleted uranium.

Discussion: Asillustrated in Figure 8.3, licensed materials must be tracked from “cradle to
grave” in order to ensure accountability; identify when sources/devices may be lost, stolen, or
misplaced; and ensure that the possession limit stated on the license is not exceeded.

Conduct physical inventories (i.e., locate, verify the presence of the material, and account for it in
material transfer records) at quarterly intervals (not to exceed 3 months) to account for all sealed
sources and devices containing depleted uranium.

Maintain inventory records that contain the following types of information:
e Radionuclide and amount (in units of Bq or curies) of byproduct material in each sealed source



® Manufacturer’'s name, model number, and serial number of each sealed source containing
byproduct material.

® Manufacturer’'s name, model number, and serial number of each device containing depleted
uranium or byproduct material.

® | ocation of each sealed source and device.

e Date of the inventory.

® Name of individual performing inventory.

Figure 8.3 Material Receipt and Accountability. Licensees must maintain records of receipt and
disposal and conduct physical inventories quarterly (not to exceed 3 months).

Response from Applicant: Provide the following:

A statement that: “Physical inventories will be conducted and documented at quarterly intervals
(not to exceed 3 months) to account for all sealed sources containing byproduct material and
devices containing depleted uranium received and possessed under the license.”

8.10.4 Minimization of Contamination
Regulations: 10 CFR 20.1406.

Criteria: Applicants for new licenses must describe how facility design and procedures for
operation will minimize, to the extent practicable, contamination of the facility and the
environment, facilitate eventual decommissioning, and minimize, to the extent practicable, the
generation of radioactive waste.

Discussion: All applicants for new licenses need to consider the importance of designing and
operating their facilities so as to minimize the amount of radioactive contamination generated at
the site during its operating lifetime and to minimize the generation of radioactive waste during
decontamination. Industrial Radiography applicants usually do not need to address these issues
as a separate item since they are included in responses to other items of the application.

Sealed sources and devices that are approved by NRC or an Agreement State and located and
used according to their respective SSD Registration Certificates usually pose little risk of
contamination. Leak tests performed as specified in 10 CFR 34.27 should identify defective
sources. Leaking sources must be withdrawn from use and decontaminated, repaired, or disposed
of according to NRC requirements. These steps minimize the spread of contamination and
reduce radioactive waste associated with decontamination efforts. Other effortsto minimize



radioactive waste do not apply to programs using only sealed sources and devices that have not
leaked.

Response from Applicant: The applicant does not need to provide aresponse to this item under
the following condition. NRC will consider that the above criteria have been met if the
applicant's responses meet the criteria for the following sections: “Radioactive Material - Seaed
Sources and Devices,” “Facilities and Equipment,” “Radiation Safety Program - Leak Tests,”
“Radiation Safety Program - Operating and Emergency Procedures,” and “Waste Management -
Sealed Source / DU Device Transfer and Disposal.”

8.10.5 Leak Tests
Regulations: 10 CFR 30.53, 10 CFR 34.13(h), 10 CFR 34.27, 10 CFR 34.67.

Criteria: NRC requires testing to determine whether there is any radioactive leakage from the
source or from devices containing depleted uranium shielding. NRC finds testing to be
acceptableif it is conducted by an organization licensed by NRC or an Agreement State, or
conducted in accordance with procedures approved by NRC or an Agreement State.

Discussion: Manufacturers, consultants, and other organizations may be authorized by NRC or
an Agreement State to either perform the entire leak test sequence for other licensees or provide
leak test kitsto licensees. In the latter case, the licensee is expected to take the leak test sample
according to the device manufacturer's and the kit supplier'sinstructions and return it to the kit
supplier for evaluation and reporting results. Licensees may aso be authorized to conduct the
entire leak test sequence themselves. Measurement of the leak-test sampleis a quantitative
analysis requiring that instrumentation used to analyze the sample be capable of detecting 185 Bq
(0.005 microcurie) of radioactivity.

Sealed sources containing byproduct material must be leak tested at intervals not to exceed 6
months and DU devicestested at intervals not to exceed 12 months.

Response from Applicant: Do either of the following:

e Stater “Leak testswill be performed by an organization authorized by NRC or an Agreement
State to provide leak testing services to other licensees; or by using aleak test kit supplied by
an organization licensed by NRC or an Agreement State to provide leak test kits and/or
services to other licensees and according to the instructions provided in the leak test kit.”

OR
e State: “Leak testing will be done by the applicant.” Provide the information in Appendix K
supporting arequest to perform leak testing and sample analysis and either state that you will
follow the model proceduresin Appendix K or describe alternative procedures.

Note: Requests for authorization to perform leak testing and sample analysis will be reviewed on
acase-by-case basis and, if approved, NRC staff will authorize via alicense condition.



8.10.6 Occupational Dosimetry

Regulations: 10 CFR 20.1201, 10 CFR 20.1207, 10 CFR 20.1208, 10 CFR 20.1501,
10 CFR 20.1502, 10 CFR 34.47.

Criteria: Licensees must:

Provide to employees, film or TLD dosimetry processing that has been accredited under the
National Voluntary Laboratory Accreditation Program (NVLAP) operated by the National
Institute of Standards and Technology (NIST).

Figure 8.4 Dose Limits. Dose limits for radiation workers.

Discussion: The licensee may not permit any individual to act as aradiographer or a
radiographer’s assistant unless, at all times during radiographic operations each individual wears,
on the trunk of the body, a combination of a direct-reading dosimeter (pocket dosimeter or
electronic persona dosimeter), an operating alarm ratemeter, and either afilm badge or aTLD.
At permanent radiography installations where other appropriate alarming or warning devices are
in routine use, wearing an alarming ratemeter is not required. The pocket dosimeters must have a
range from zero to 2 mSv (200 mrems), must be recharged at the start of each shift, and must be
checked for correct response to radiation at intervals not to exceed 12 months. Electronic
persona dosimeters may only be used in place of ion-chamber pocket dosimeters. Alarm
ratemeters must be preset to give an alarm signal at a dose rate of 5 mSv/hr (500 mrem/hr) and
must be calibrated for correct response at intervals not to exceed 12 months.

Film badges must be replaced at intervals not to exceed 1 month and TLDs must be replaced at
intervals not to exceed 3 months.

Response from Applicant: Provide the following:
® A statement that film or TLD dosimetry, processed and evaluated by a NV LAP-accredited
processor and exchanged at the required frequency, will be worn by radiography personnel.

® A statement that the required personnel monitoring equipment, including O to 2 mSv (200
mrem) dosimeters or electronic personal dosimeters, will be worn by radiographic personnel.

® A statement that alarming ratemeters will be worn by all radiography personnel except those
at permanent radiography installations where other appropriate alarming or warning devices
arein use.

® A statement that pocket dosimeters and alarm ratemeters will be checked for correct response
at intervals not to exceed 12 months. If adjustment is necessary, state either that the devices
will be returned to the manufacturer, or describe in-house procedures if adjustments are made



in house.

0 obtain a copy of the NIST Publication 810, “National Voluntary Laboratory Accreditation
ogram, 1997 Directory,” contact the Superintendent of Documents, U.S. Government Printing
fice, Washington, DC 20402-9225. (For information on the program call NIST at

01-975-3679). Also NVLAP maintains a directory of accredited |aboratories on the Internet
hich is updated quarterly. The URL for NVLAPs home page on the Internet is

http://ts.nist.gov/nvlap>.

8.10.7 Public Dose

Regulations: 10 CFR 20.1003, 10 CFR 20.1301, 10 CFR 20.1302, 10 CFR 20.1801,
10 CFR 20.1802.

Criteria: Licensees must do the following:

® Ensurethat radiography devices will be used, transported, and stored in such away that
members of the public will not receive more than 1 mSv (100 mrem) in ayear, and the dose
from licensed operations in any unrestricted area will not exceed 0.02 mSv (2 mrem) in any
one hour.

e Control and maintain constant surveillance over devices that are not in storage and secure
stored devices from unauthorized removal or use.

Figure 8.5 Storing Devices. Devices must be stored away from occupied areas and secured
against unauthorized removal.

Discussion: Operating and emergency procedures that address security and surveillance should
be sufficient to limit exposure of the public during use and after accidents. Public doseis
controlled, in part, by ensuring that devices not in use are stored securely (e.g., stored in alocked
area) to prevent unauthorized access or use. |If devices are not in storage, then authorized users
must maintain constant surveillance.

Public dose is also affected by the choice of the permanent radiographic installation and storage
locations and conditions, asillustrated in Figure 8.5. Since radiation levels around a permanent
radiographic installation or storage areawill vary based on the type and strength of sources used,
the frequency of use, and scatter radiation from radiographic operations, it is not sufficient to
perform surveys with portable survey meters to determine the annual public dose. Use of area
monitors such as environmental TLD is an acceptable means of demonstrating compliance with
the annual limit of 1 mSv (100 mrem) in unrestricted areas.

Use the concepts of time, distance, and shielding when choosing a permanent radiographic
installation or storage location. Decreasing the time spent near radiographic operations,
increasing the distance of the device from occupied locations, using shielding material (i.e., high
density concrete, solid block, or lead sheets), and implementing conservative operating



procedures (i.e., use of collimators or limiting the direction of exposures towards the floor) will
reduce the radiation exposure of personnel and members of the public. Alternatively, the remote
location of and access to a permanent radiographic installation could prevent members of the
public from receiving 1 mSv (100 mrem) in ayear.

If, after aninitial evaluation, alicensee makes changes affecting the permanent radiographic
installation storage area (e.g., changing the location of devices within the storage area, removing
shielding, adding devices, changing the occupancy of adjacent areas, moving the storage areato a
new location), then the licensee must perform a new evaluation to ensure that the public dose
limits are not exceeded and devices are properly secured.

Response from Applicant: No responseis required from the applicant in alicense application,
but this matter will be examined during an inspection.

Appendix L provides additional information for determining that radiation doses for other
licensee personnel and members of the public will not exceed allowable limits.

8.10.8 Quarterly Maintenance
Regulation: 10 CFR 34.31, 10 CFR 34.73, 10 CFR 71.101(g).

Criteria: The licensee shall have written procedures for inspecting and maintaining radiographic
exposure devices, source changers, associated equipment, transport and storage containers, and
survey instruments. Inspection and maintenance must be conducted at intervals not to exceed
every 3 months, or before the first use thereafter, to ensure the proper functioning of components
important to safety. The licensee must also have procedures necessary to maintain the Type B
packaging used to transport radioactive materials, ensure that Type B packages are shipped
properly, and maintain Type B packages in accordance with the Certificate of Compliance (COC)
issued by NRC or other agencies approving such transport packages.

If equipment problems are found, the equipment must be withdrawn from service until repaired.
Records are required.

Discussion: These procedures are intended to allow the licensee’s staff to eval uate equipment
used in radiography for safe continued use, to provide arecord of this evaluation, and to guide
the staff in maintenance. Equipment found to be unsuitable for service must be withdrawn until
repair and an evaluation for return to service is made. These procedures may be based on the
manufacturer’'s recommendations. The procedures are to be specific to the equipment. For
example, radiography drive cable assemblies should be cleaned and Iubricated (when
operationally appropriate) in accordance with the recommendations of the equipment
manufacturer or the cable manufacturer or alternatively, with any lubrication and cleaning
recommendations established by the industrial radiography community.

Procedures are also required for Type B packaging used to transport radioactive materials. These
procedures are to be used for shipping and maintenance, and may be properly drawn from the



manufacturer’s procedures and information submitted as abasis for the COC or other transport
package approval.

Response from Applicant:

® Submit the procedures to NRC for review and approval as Operating and Emergency
Procedures. The applicant should use this guidance to craft its procedures to suit its
equipment and program.

AND
e State: “Before using anew sealed source/device combination, we will have written inspection
and maintenance procedures that address the use of the new equipment as a Type B transport
package. In addition, we will provide training to radiographic personnel before using a new
sealed source/device combination.”

s part of the Operating and Emergency procedures, the applicant will submit the above
rocedures for NRC technical review.

8.10.9 Operating and Emergency Procedures
Regulations: 10 CFR 34.13(d), 10 CFR 34.45.

Criteria: Operating and emergency procedures must be established and submitted to the NRC as
part of the application package. In addition, if radiographers will perform other operations such
as source exchange, leak-testing, and quarterly (not to exceed 3 months) inspection and
maintenance of equipment, appropriate procedures and instructions for these operations should
be included in the operating and emergency procedures.

Each licensee must devel op, implement, and maintain operating and emergency procedures
containing the following elements:
® [nstructions for maintaining security during storage and transportation;

Instructions to keep radiography devices under control and immediate surveillance during use;

Steps to take to keep radiation exposures ALARA,;

Steps to maintain accountability during use;

Steps to control access to work sites;



® Use of personnel monitoring and radiation survey equipment;

® |nstruction for packaging and transporting licensed material; and

® Stepsto take and whom to contact when an emergency occurs.

Discussion: The purpose of operating and emergency proceduresis to provide radiography
personnel with specific guidance for all operations they will perform. These topics should be
included in the operating and emergency procedures and need not be presented in order of
importance. A sequential set of procedures and instructions from the beginning to the end of the
workday is an acceptable format. Instructions for non-routine operations, for example, quarterly
(not to exceed 3 months) inspection and maintenance or instrument calibration, may be included
as separate appendices.

It is not necessary for operating and emergency procedures to be specific to a particular make and
model of exposure device, source exchanger, or survey instrument. Procedures submitted to the
NRC should provide sufficient guidance and instruction for each specific type of device. For
example, you may submit a single operating procedure for crank-out regardless of the
manufacturer and/or a single operating procedure for pipeliner exposure devices regardless of
manufacturer.

Applicants who plan to conduct lay-barge, offshore platform, or underwater radiography are
required to have their procedures approved by the NRC. If you plan to conduct lay-barge,
offshore platform or underwater radiography, your radiation safety program will be reviewed to
assure that it contains procedures that specifically address:

e Transport of licensed material

® Storagefacilitiesfor licensed material

® Methods for restricting access to radiation areas

e Radiation safety procedures and radiographer responsibilities unique to lay-barge, offshore
platform, or underwater radiography

e Radiographic equipment and radiation safety procedures unique to underwater radiography

® Methods appropriate for use of equipment in water environments



® Applicable inspection and maintenance procedures unique to lay-barge, offshore platform, or
underwater radiography equipment
® Emergency procedures unique to lay-barge, offshore platform, or underwater radiography.

Operating and emergency procedures must be submitted to the NRC for review.
Fote that providing specific operating and emergency procedures for a particular manufacturer's

ake and model number will require an amendment to the license to obtain NRC's authorization
or anew sealed source/device combination.

8.10.9.1 Handling and Use of Sealed Sour ces and Radiography Exposur e Devices

Regulations; 10 CFR 34.41, 10 CFR 34.45, 10 CFR 34.46, 10 CFR 34.47, 10 CFR 34.49,
10 CFR 34.51.

Criteria: Licensees need to establish operating and emergency procedures.

Discussion: There are two types of devices normally used for radiography, crankout, and
pipeliner. There should be separate instructions for each type of device. Separate instructions
are not necessary for each different model of a given type of device since the operation of each
typeis essentially the same regardless of the manufacturer. Some applicants may choose to use
one basic instruction for all crankout devices; others may choose to have separate instructions for
each model. Either approach isacceptable.

Specific procedures should be required for performing source exchanges, including those at
temporary jobsites, field stations, and in a permanent radiographic installations. The procedures
should contain warnings of areas of concern during source exchanges. Recent incidents of
sources becoming dislodged from the shielded position indicate the importance of training
personnel in the appropriate techniques. Procedures should require the use of survey
instruments, dosimetry, and surveys during and after movement of sources.

Response from Applicant:
® Provide step-by-step instructions for using each type of radiographic device.

® [ncludeinstructions for performing source exchanges.

® [nstructions for crankout devices should be separate from those for pipeliner devices.

anufacturers’ manuals and similar documents should not be incorporated into the procedures;
ather, information should be extracted from them and paraphrased.




Appendix M provides information for applicants to consider when developing their procedures
for operating radiography equipment.

8.10.9.2 Methods and Occasionsfor Conducting Radiation Surveys

Regulations; 10 CFR 20.1301(a)(2), 10 CFR 20.1302(a)(1), 10 CFR 20.1906, 10 CFR 34.20(a),
10 CFR 34.21, 10 CFR 34.27(c)(1), 10 CFR 34.27(e), 10 CFR 34.49(b), 10 CFR 34.49(c),
49 CFR 172.403, 49 CFR 173.441.

Criteria: Perform radiation surveys during use, movement, and storage of licensed material to
ensure its safe use and comply with regulatory requirements.

Discussion: In general, surveys need to be made whenever a source is manipulated or moved.
Surveys should be made with aradiation survey instrument calibrated in accordance with 10 CFR
34.25. The following table provides examples of surveys, made during radiographic and
associated operations, that should be included in the operating and emergency procedures.

Table 8.5 Surveys Required for Radiographic Operations

| Requirement | Frequency | Typeof Radiation Survey
10 CFR 20.1301(a)(2) During the first exposurefor ~ \Boundary of restricted area at
each set up of radiographic temporary jobsite does not
device exceed 0.02 mSv (2 mrem) in
any one hour
10 CFR 20.1302(a)(1) At intervals not to exceed 12  Unrestricted areain vicinity of
months permanent radiographic
installation or storage area does
not exceed 1 mSv (100 mrem)
per year
10 CFR 20.1906 Each receipt of package External radiation levels when
apackageis received and
opened
10 CFR 34.20(a) Each installation of new source |Exposure rate does not exceed
in exposure device 2 mSv/hr (200 mrem/hr) on
surface and 0.1 mSv/hr (10
mrem/hr) at one meter




| Requirement

| Frequency

| Typeof Radiation Survey

10 CFR 34.21

Each installation of new source
in a storage container or source
changer

Exposure rate does not exceed
2 millisieverts (200 millirem)
per hour at any exterior
surface, and 0.1 millisieverts
(20 millirem) per hour at 1
meter from any exterior surface
with the sealed sourcein the
shielded position.

10 CFR 34.27(c)(1)

At intervals not to exceed 6
months

Contamination level for leak
tests of sealed sources does not
exceed 185 Bq (0.005
microcuries)

10 CFR 34.27(¢)

At intervals not to exceed 12
months

Contamination level for leak
tests of Stube of exposure
device does not exceed 185 Bq
(0.005 microcuries)

10 CFR 34.49(h)

After every radiographic
exposure

Confirm source has returned to
ashielded position

10 CFR 34.49(c)

After every source exchange or
exposure deviceis placed in
storage

Confirm sourceisin shielded
position

49 CFR 172.403

Every movement of licensed
material on public roads

Exposure rates meet |abeling of
package (i.e., Yellow II) and
determine Transportation Index

49 CFR 173.441

Every movement of a package
labeled Yéellow IlI

Exposure rates in and around
vehicle do not exceed 0.002
mSv/hr (2 mrem/hr) in driver’s
seat, 2 mSv/hr (200 mrem/hr)
on surface and 0.1 mSv/hr (10
mrem/hr) at 2 meters from

vehicle

Response from Applicant: Where applicable, the operating and emergency procedures must
include each of the surveysincluded in Table 8.1 above.

8.10.9.3 Methodsfor Controlling Accessto Radiographic Areas

Regulations: 10 CFR 20.1801, 10 CFR 20.1802, 10 CFR 20.1902(a), 10 CFR 20.1902(b),
10 CFR 34.33, 10 CFR 34.41(a), 10 CFR 34.51, 10 CFR 34.53.

Criteria: Each licensee must control access to areas where licensed materia is either used or
stored to prevent the unnecessary exposure of members of the public. This can be achieved



through the use of posting, by locking devices and areas where licensed materials are stored, and
by maintaining constant control and continuous surveillance of areas where radiographic
operations are conducted. Operating and emergency procedures should include steps for
radiographic personnel to ensure that access to licensed materialsis controlled for the types of
operations that will be performed.

Discussion:
Field/Temporary Jobsites

After June 27, 1998, when radiographic operations are performed outside a permanent
radiographic installation, at least two qualified radiographic personnel must be present. At least
one of the individuals must be a radiographer; the other may be another radiographer or a
radiographer’'s assistant. Both individuals must maintain constant surveillance of the operations
and be capable of providing immediate assistance to prevent unauthorized entry to the restricted
area. Operating procedures must comply with the two-man rule for radiographic operations at
any locations other than permanent radiographic facilities.

Radiographic personnel are required to maintain continuous direct visual surveillance of
operations to protect against unauthorized entry to the high radiation area during radiographic
operations. Radiographic personnel should be instructed to keep the perimeter of the restricted
area under continuous surveillance to prevent unnecessary exposure of individuals. Operating
procedures should specify steps for responding to unauthorized entry to the restricted area. For
example, personnel should be instructed to terminate the radiographic exposure immediately,
before confronting the person who entered the restricted area.

Figure 8.6 Posting. A radiographer islikely to use only a single rope barrier. Theradiation
area and restricted area would be combined into one and located at the 2 mremin any 1 hour

boundary.

All areas where radiographic operations are conducted require posting of the radiation areas and
the high radiation areas as shown in Figure 8.6. Specific exemptions listed in 10 CFR 20.1903
do not apply to industrial radiography (10 CFR 34.53). However, it is acceptable to post the
perimeter of the restricted area rather than the perimeter of the radiation area. Personnel should
be instructed to post “ Caution Radiation Area” signs at the point where radiation levels have
been calculated to reach 0.02 mSv (2 mrem) in any one hour. A confirming survey during to the
first exposure of the source should be conducted to confirm the location of the boundary and any
necessary adjustments should be made.

The perimeter of the high radiation area must be posted with a*“Caution (or Danger) High
Radiation Area’ sign(s) at the point where radiation levels have been calculated to reach 1 mSv
(200 mrem) in any one hour. A confirming survey of the high radiation area perimeter should
not be conducted, since such a survey could lead to unnecessary exposure of personnel.

Surveillance of the restricted area at facilities with multiple levels and multiple access points, or



where members of the public are close to the radiographic operations (e.g., boilers, commercial
manufacturing plants, or power plants during outages) can usually be performed only when more
than two radiographic personnel are assigned to the job. Figure 8.7 provides one example of
such atemporary jobsite. Operating procedures and instruction to personnel should include
specific steps for these circumstances to ensure that access into the restricted areais properly
controlled. These specia instructions may include the use of additional personnel to assist
radiographic personnel in controlling access into the restricted area, providing instruction to other
workers in the area, or making announcements over the public address system before and during
radiographic operations.

Figure 8.7 Surveillance and Posting at a Temporary Job Site with Multiple Floors and Access
Points. Adeguate control of the restricted area at this type of job site reguires several personnel
and many postings.

Permanent Radiographic I nstallations

For permanent radiographic installations, instruct personnel about posting each entrance to the
facility with a“Caution (or Danger) High Radiation Area” sign(s), and provide procedures to
ensure that the visible-audible signal system is operable. The operability of the visible-audible
system must be checked daily. The following procedures may be used:

® Expose aradiation source in the permanent installation with all entrances closed.

® Determine that each visible signal in and outside the installation is functional .

® Open the door to each entrance into the installation to activate the audible alarm.

® Close the entrance and confirm that the alarm stops. If the installation has more than one
entrance, only one entrance should be tested at atime.

® Record results of test.

In the event that an entrance control device or an alarm fails to operate properly at the permanent
radiographic installation, the installation may continue to operate for up to 7 days while the
defective equipment is fixed, provided that:

® The entrance control device is labeled as defective;

® Radiography personnel maintain continuous, direct, visual surveillance of access installation
points; and



e Radiography personnel use an alarming rate meter.

® The Radiographer must be accompanied by at least one other qualified radiographer or
individual who has at a minimum met the requirements of 10 CFR 34.43(c).

Storage Areas

Radiographic equipment containing licensed materials stored in controlled or unrestricted areas
must be secured from unauthorized removal or access. Operating procedures should specify how
stored licensed materials should be secured and who is authorized access to licensed material.

A vehicle used to transport licensed material can also be used for storage at locations such as
temporary jobsites or overnight lodging. If the applicant plans to use vehiclesfor storage, there
should be procedures and instructions to personnel about proper posting of the vehicle. Vehicles
should be posted with a“Caution - Radioactive Material” sign on the entrance to the area of the
vehicle were licensed materia is stored. A physical survey should be performed to confirm that
the area around the storage facility is an unrestricted area. Radiation levels may not exceed

0.02 mSv/hr (2 mrem/hr) at 18 inches (45 cm) from any external surface of the vehicle and the
vehicle shall belocked when it is used for storage.

Radiographic equipment stored at temporary jobsites must be secured at alocation that prevents
access by unauthorized personnel. This usually requires that the equipment be locked in a
cabinet or other secure area where key access is controlled by site management and radiographic
personnel. It isnot acceptable for a device to be chained to a post and |eft unattended at the place
of use during lunch, breaks, or after hours. Storage of exposure devices at a private residenceis
unacceptable unless it has been identified and approved in alicense.

Note: All regulatory criteria applying to your normal place of business for conducting industrial
radiography operations aso apply to the location in which you store at your private residence.
Y ou must specify this storage location in you license application.

Response from Applicant: Submit the procedures to control access to radiographic operations
and storage areas.

8.10.9.4 M ethods and Occasionsfor L ocking and Securing Radiographic Exposure Devices,
Storage Containers, and Sealed Sour ces

Regulations: 10 CFR 34.20, 10 CFR 34.23.

Criteria: NRC regulations requires locking and securing radiographic equipment to protect the
public and radiographers from an inadvertent exposure to radiation.

Discussion: All radiographic devices, i.e., ggmma cameras, sealed source storage containers,
and source changers are required to have alock or outer-locked container to maintain the sealed



source in its shielded position. During radiographic operations the source must automatically be
secured in the shielded position each time the source isreturned. Radiographers must not
attempt to circumvent the automatic securing features or tamper with the safety features of
radiographic devices. Asshown in Figure 8.8 radiographers must never leave the exposure
device at the temporary jobsite without securing it properly from unauthorized removal or
tampering. Radiographers and/or radiographers assistants must ensure that the exposure device
and/or storage or source containers are maintained locked (and if key locked, with the key
removed at all times) when they are not under the direct supervision of the radiographer or the
radiographer’ s assistant, except at permanent radiographic installations.

Response from Applicant: Submit operating and emergency procedures that include
procedures for locking and securing radiographic egquipment.

Figure 8.8 Security. To avoid lost or stolen devices, licensees must keep the devices under
constant surveillance, or secured against unauthorized use or removal.

8.10.9.5 Personnel Monitoring and the Use of Personnel M onitoring Equipment
Regulations: 10 CFR 34.45(a)(5), 10 CFR 34.47.
Criteria: Provide procedures for appropriate use of personnel monitoring egquipment.

Discussion: Asshown in Figure 8.9, al radiographers or radiographers’ assistants are required to
wear:
® Direct-reading dosimeters and either film badges or TLDs.

® Alarm ratemeters when they are engaged in radiographic operations.

Film badges or TLDs must be assigned to and worn by only oneindividual. To ensure full-scale
reading capability, direct reading dosimeters such as pencil (pocket) dosimeters or electronic
persona dosimeters must be recharged or reset at the start of each shift so that the dosimeters
will be capable of reading the full scale. Personnel should be instructed that direct reading
dosimeters must be read and recorded at the beginning and end of each shift. Proper operation of
alarm ratemeters must be checked each day before use to ensure that the alarm functions
properly. The manufacturer’s recommended procedures should be followed.

Include instructions about how and where dosimetry devices are to be stored when not in use.
The storage place should be dry, radiation free, and cool so that the devices will not be affected
by adverse environmental conditions.

t is good practice to check the dosimeter reading during the work shift; however, thereis no
regulatory requirement for the dosimeter to be read during the work shift.

All radiographers or radiographers assistants are required to wear alarm ratemeters except at
permanent radiographic facilities where other appropriate alarm or warning devices (e.g., visible



and audible alarms) are in routine use and are operable.

Figure 8.9 The Well-Dressed Radiographer. The radiographer is equipped with the required
personnel monitoring devices and survey instrument.

Response from Applicant: The operating procedures must include instructions for proper use
of personnel monitoring equipment.

8.10.9.6 Transporting Sealed Sour cesto Field L ocations, Securing Exposure Devices And
Storage Containersin Vehicles, Posting Vehicles, And Controlling Sealed Sources During
Transportation

Regulations: 10 CFR 71.5, 49 CFR Parts 171-178.

Criteria: Licensees must develop, implement, and maintain procedures for transporting
radioactive material to ensure compliance with DOT regulations.

Discussion: Figure 8.10 illustrates some often overlooked DOT requirements. During an
inspection, NRC uses the provisions of 10 CFR 71.5 and a Memorandum of Understanding with
DOT to examine and enforce transportation requirements applicable to radiography licensees.
Appendix N contains 1) alist of major DOT regulations applicable to transporting radiographic
devices; 2) acondensed summary of DOT/NRC transportation requirements; and 3) two sample
shipping papers, the second of which may be more useful for multiple-use, temporary jobsite
activities.

Figure 8.10 Transportation. Licensees often transport their radiographic devices to and from
sites and must ensure compliance with Department of Transportation regulations.

Instructions to personnel should not reference DOT requirements. Information should be

extracted, paraphrased and placed into the instructions so that personnel know exactly what they

are expected to do. The following items should be covered in instructions to personnel:

® | abeling containers appropriately (i.e., when to use labels Radioactive White |, Radioactive
Yellow I, or Radioactive Yellow I11).

® Securing the exposure device or storage container within the transporting vehicle. The
Instructions should specify how to prevent the package from moving during transport.

® Preparation of shipping papers. The instructions should specify that the papers must be
completed before transporting the licensed material and must be accessible in the driver’s
compartment at all times. Appendix N contains examples of shipping papers for transporting
radiographic exposure devices.



® Placarding both sides, the front, and the back of the vehicle with “RADIOACTIVE” placards
If the package being transported requires a Radioactive Yellow 111 1abel. If the vehicle
requires placarding and the package radiation levels exceed 2 mSv/hr (200 mrem/hr) or the
transport index exceeds 10, exterior surfaces and passenger compartment of the vehicle must
be surveyed to ensure that the radiation levels do not exceed 0.02 mSv/hr (2 mrem/hr) from
any exterior surface and 0.02 mSv/hr (2 mrem/hr) in the passenger compartment. Include
instructions to personnel on the measures to take if the radiation level exceeds 0.02 mSv/hr (2
mrem/hr) in the passenger compartment (e.g., adding more shielding or repositioning the
device within the vehicle).

e |f an exposure deviceis transported in an overpack, the procedures should include instructions
that the overpack must be properly marked with the shipping name and identification number,
labeled (Radioactive White | or Radioactive Y ellow I1), and marked when required with a
statement that indicates the inner package complies with prescribed specifications.

Because the licensee may have authorization to possess and use several sealed source/device
combinations that are registered by NRC or an Agreement State and meet the safety performance
requirements of 10 CFR 34.20, the applicant must, before using a new sealed source/device
combination, devel op written inspection and maintenance procedures for it and for the
corresponding Type B transport package. In addition, the applicant must provide adequate
training for radiographic personnel before using a new sealed source/device combination.

Note: Beforethe 1997 revision of 10 CFR Part 34, alicensee who intended to transport a
radiographic Type B package was required to submit a quality assurance program to NRC for
approval, separate from the license approval. The 1997 revision to 10 CFR Part 34 requires
written procedures for inspection and maintenance of radiographic Type B packages

(10 CFR 34.31(b)). In conjunction with the revision to 10 CFR Part 34, the NRC aso amended
10 CFR 71.101(g) to specifically state that if the applicant's written procedures for inspection and
maintenance of radiographic Type B packages are approved, then the applicant also meets NRC
quality assurance requirementsin Part 71 and does not have to submit or maintain a separate
quality assurance program to transport a Type B package. The application's inspection and
maintenance procedures for radiographic equipment, which are also used for Type B packages,
should ensure that these packages are shipped and maintained in accordance with their COC.

Response from Applicant: Submit operating and emergency procedures for transporting seal ed
sources containing byproduct material, exposure devices, and source changers.

‘A Review of Department of Transportation Regulations for Transportation of Radioactive
aterials (1983 revision)” can be obtained by calling DOT's Office of Hazardous Material
nitiatives and Training at (202) 366-4900. Memorandum of Understanding with DOT on the
ransportation of Radioactive Materia (signed June 6, 1979) is available from NRC upon
equest.

8.10.9.7 Daily Inspection and Maintenance of Radiographic Equipment



Regulations: 10 CFR 34.31, 10 CFR 34.33, 10 CFR 34.45(a)(7), 10 CFR 34.47, 10 CFR 34.73,
10 CFR 34.83.

Criteria: The licensee shall perform visual and operability checks before using radiography
equipment on each day it is used.

Discussion: Visua and operability checks must be performed on radiographic exposure devices,
survey meters, associated equipment, and transport and storage containers before use each day
the equipment isused. These checks are intended to ensure that the equipment isin good
working condition, that the sources are adequately shielded, and that required labeling is present.
Licensees must check survey instrument operability using check sources or other appropriate
means. The exposure device may be used as a check source.

Inspection records shall contain information about equipment problems found in daily checks
and quarterly (not to exceed 3 months) maintenance inspections. Records shall include the date
of check or inspection, name of inspector, equipment involved, any problems found, and what
repair and/or maintenance, if any, was done.

Instructions to personnel using radiographic equipment must clearly state that inspections are to
be made before the equipment is used each day. While not aregquirement, good practice would
be that if the equipment is used on more than one shift in the day, the equipment should be
inspected before the start of each shift.

The procedures should specify the items that are to be checked and the steps that are to be taken
if any defects are found. If problems are found, the equipment must be removed from service
until it isrepaired.

A list of items that should be checked in the daily inspection of radiography equipment can be
provided by equipment manufacturers.

Permanent radiographic installation visible and audible alarms must be checked for operability
daily before use, and faulty radiographic equipment must be labeled and repaired within 7 days,

with compensatory measures taken in the interim. Compensatory measure taken include:
o Immediately labeled faulty equipment as defective.

® The Radiographer must be accompanied by at least one other qualified radiographer or
individual who has at a minimum met the requirements of 10 CFR 34.43(c).

® Continuous surveillance requirements are implemented until repairs are completed.

® Alarm ratemeters shall be worn and checked for alarm function at the beginning of each shift.



® Records must be maintained of faulty equipment

d of each shift. Alarm ratemeters shall be checked for alarm function at the beginning of each

Erect reading dosimetry devices must be read and the exposures recorded at the beginning and
ift. Records are to be maintained.

Appendix O provides example instructions for daily inspection of radiographic devices and
equipment.

Response from Applicant: Submit operating and emergency procedures for daily inspection
and maintenance of radiographic equipment.

8.10.9.8 Ratemeter Alarmsor Off-Scale Dosimeter Readings
Regulations: 10 CFR 34.43(b)(2), 10 CFR 34.45(a)(8), 10 CFR 34.47(d).

Criteria: Licensees must instruct personnel in:
e Appropriate handling and use of sealed radioisotope sources and radiography devices.

® Methods and occasions for conducting radiation surveys, controlling access to radiation areas
and locking, securing, and transporting storage containers, radiographic exposure devices, and
seal ed radioi sotope sources.

® Thelicensee's license and operating and emergency procedures.

® Actionsto be taken if a dosimeter shows an off-scale reading or an alarm ratemeter alarms
(sounds, etc.) unexpectedly.

® Proceduresto befollowed if afilm badge or TLD islost or damaged.

® Procedures for notifying the proper personsin the event of an accident.

Discussion: If anindividual’s self-reading pocket dosimeter is found to be off scale, an
individual’s electronic personal dosimeter reads above 2 mSv (200 mrems), or an alarm ratemeter
alarms (sounds, etc.) unexpectedly, the RSO or designee must be notified immediately. If
radiation exposure cannot be ruled out by the RSO or designee as the root cause, the individual’s
film badge or TLD must be sent for processing within 24 hours. The affected individua may not
resume work with licensed radioactive material until the RSO or designee has determined the
individual’s radiation exposure.



There are no exceptions to this requirement.
If any of the events described above should occur, personnel should be instructed to do the
following at a minimum:

® Stop work immediately, ensure that the source is in the safe storage position in the exposure
device, and vacate the radiation area.

e |[f the alarm ratemeter alarms (sounds, etc.), evaluate pocket dosimeter reading.

e Notify the individua specified in the emergency procedures.

® Notify the RSO or designee of the problem.

® |f pocket dosimeter is off scale, do not resume operations until authorized by the RSO or designee.

® |f the exposure cannot be ruled out by the RSO or designee, then the film badge or TLD must

be processed within 24 hours.

Response from Applicant: Submit operating and emergency procedures to address ratemeter
alarms or off-scale dosimeters.

8.10.9.9 Procedurefor Identifying and Reporting Defects and Non-compliance as Required
by 10 CFR Part 21

Regulations. 10 CFR 21, 10 CFR 30.50, 10 CFR 34.101(a)(3).
Criteria: Licensees must notify NRC if defects are found in radiography equipment.

Discussion: Equipment defects that could create a substantial safety hazard, or equipment
failures involving NRC-regulated activities must be reported to NRC. For example, afailure of a
lock box or afailure of the coupling between the source assembly and the control cable are
defects that must be reported to NRC. Radiography personnel should be instructed to report any
malfunction or defect in radiography equipment to management, so that management can take
appropriate action.

Response from the Applicant: Submit operating and emergency procedures for notifying
management of equipment malfunction or defect.



RC IN 91-39, “Compliance with 10 CFR Part 21, Reporting of Defects and Noncompliance”
s available from NRC upon request.

8.10.9.10 Notification of Proper Personsin the Event of an Accident

Regulations; 10 CFR 30.50, 10 CFR 34. 45(a)(10), 10 CFR 34.101(a), 10 CFR 20.2201,
10 CFR 20.2202, 10 CFR 20.2203.

Criteria: Operating and emergency procedures must ensure that appropriate notifications are
made during and after an emergency.

Discussion: The emergency procedures should clearly identify the names and telephone
numbers of the RSO or other persons who can provide assistance in an emergency or accident.
Such persons may also include the exposure device manufacturer and state and local agencies.
The emergency procedures should always be available to radiography personnel during
radiography and must be as up-to-date as possible.

NRC regulations also require immediate notification upon the discovery of certain events. Notify
NRC when radiographic devices are lost or stolen or if there isindication of overexposure. Refer
to the regulations listed above or to Appendix P for additional guidance in the preparation of
emergency procedures. Table 8.6 provides a description of events that require notification and/or
reports.

Table 8.6 Notificationsin the Event of an Accident

| Typical NRC Notifications Required for Radiography Licensees
Event Telephone Written Report Regulatory
Notification Requirement
Theft or loss of immediate 30 days 10 CFR
material 20.2201(a)(1)(1)
Whole body dose immediate 30 days 10 CFR
greater than 0.25 Sv 20.2202(a)(1)(1)
25 rems)
tremity dose greater [immediate 30 days 10 CFR
han 2.5 Sv (250 rems) 20.2202(a)(1)(iii)
hole body dose 24 hours 30 days 10 CFR
reater than 0.05 Sv 20.2202(b)(1)(1)
5 rems) in 24 hours
tremity dose greater |24 hours 30 days 10CFR
han 0.5 Sv (50 rems) 20.2202(b)(L)(iii)
n 24 hours



Event Telephone Written Report Regulatory
Notification Requirement
hole body dose none 30 days 10CFR
reater than 0.05 Sv 20.2203(a)(2)(1)
5 rems)

efect in equipment

2 days

10 CFR 21.21(d)(3)(I)

10 CFR 30.50(b)(2)

quipment is disabled
r fails to function as
esigned when
equired to prevent
adiation exposurein

cess of regulatory
imits

24 hours

none

5 days

10 CFR 34.27(d)




| Typical NRC Notifications Required for Radiography Licensees

Event Telephone Written Report Regulatory
Notification Requirement

Unintentional none 30 days 10 CFR 34.101(a)(1)
disconnect of source
assembly from control
cable

nability to retract none 30 days 10 CFR 34.101(a)(2)
source to a safe
shielded position

ailure of any none 30 days 10 CFR 34.101(a)(3)

mponent to perform
tsintended function

hich iscritical for

e operation of

evice

se of licensed notify NRC Regional  |none 10 CFR 34.101(c)

ateria at any location|Office
ot on license for more
han 180 daysina
alendar year

Note: Telephone notifications shall be made to the NRC Operations Center at 301- 816-5100
except as noted. The Center is staffed 24 hours a day and accepts collect calls. NRC notification
is required when licensed materials are lost or stolen or involved in an incident that may have
resulted in dosesin excess of NRC limits.

Response from Applicant: Submit operating and emergency procedures that include
appropriate instructions for notifying the RSO and/or other personnel in the event of an

emergency.
8.10.9.11 Minimizing Exposur e of Personsin the Event of an Accident
Emergency Procedures

Regulations. 10 CFR 34.45(a)(11).

Criteria: To maintain exposures as low as possible in the event of an emergency

Discussion: An emergency situation is considered to exist whenever an abnormal event occurs
and/or the source has failed to return to the safe position. Sinceit is not possible to specify all
possible situations that would constitute an emergency, a general instruction is acceptable as
shown in Figure 8.11. This general instruction should describe licensee actions to maintain the



dose at aminimal level after an abnormal event isidentified. The instruction should include
routine emergency actions such as posting the restricted area, maintaining surveillance of the
restricted area, and notifying the RSO.

Figure 8.11 Emergency Procedures. These steps provide guidance in an emergency.

Appendix P provides an example of aroutine Emergency Procedure.

Response from Applicant: Submit operating and emergency procedures that include
Instructions for minimizing exposure of personsin the event of an accident.

8.10.9.12 Sour ce Retrieval
Regulations: 10 CFR 34.45(a)(12), 10 CFR 34.101(a), 10 CFR 34.101(b).

Criteria: Each licensee who intends to perform source retrieval operations must have
appropriate equipment, training, and procedures.

Discussion: Applicants must develop source retrieval proceduresif their own radiographic
personnel with appropriate training and experience will conduct source retrievals. If procedures
are submitted, the NRC will review and approve applicants to perform source retrieval. If source
retrieval procedures are not submitted for review, then source retrieval activities must be
conducted by an NRC or Agreement State licensee whose license specifically authorizes these
activities.

E}cen%es specifically approved to perform source retrievals will have a specific license

ndition authorizing these activities. In addition, these individuals would be authorized to
erform source retrievals for other licensees.

NRC will review the applicant’s procedures for source retrieval with respect to keeping exposures

ALARA and controlling exposuresto radiation. Sinceit is not possible to specify al potential

exposure situations, a general procedure is acceptable. A retrieval procedure should contain the

following elements:

e \Warnings that only specifically authorized individuals, or personnel supervised by such
authorized individuals and working in their presence are allowed to perform retrievals.

® A clear statement that no source or suspected source containing items such as a stuck source
in aguide tube will be handled directly.

® Expedient methods of reducing unintended exposure to staff and the public, such as using lead
shot bags, sandbags, steel plates, remote handling devices, and culverts cut lengthwise.



Additional dosimetry should be used during source retrievals, for example, pocket dosimeters
with arange greater than 2 mSv (200 mrems) or finger badges.

Methods of restricting access to the area, including establishing a restricted area and obtaining
outside help in controlling access.

Appropriate use of survey instruments. The procedure should prohibit using alarming
dosimeters or electronic dosimeters as survey instrument substitutes.

Criteriafor requesting outside assistance.

Instructions for reducing the exposure to other personnel and members of the public during
recovery operations.

Notification of the RSO, RSO-designee, and management.

Specific training including practice with special tools, shielding, and additional dosimetry
with adummy source.

Notification of the NRC or Agreement State.

Radiography personnel should not attempt to perform operations involving retrieval or recovery
unless they have actual practicein retrieval operations using a dummy source with the
appropriate handling tools, survey instruments, and dosimetry.

Response from Applicant:

Submit the following: “We will not perform source retrievals and will use the services of a
person specifically licensed by the NRC or an Agreement State to perform the retrievals of our
sources.”

OR
Submit source retrieval procedures and specific training for NRC review in accordance with
the criterialisted above.

8.10.9.13 Maintenance of Records

Regulations: 10 CFR 34.45(a)(13), 10 CFR 34.47, 10 CFR 34.71, 10 CFR 34.73,
10 CFR 34.85, 10 CFR 34.87, 10 CFR 34.89.



Criteria: Thelicensee shall meet NRC record requirements.
Discussion: Personnel must generate and maintain certain records when performing

radiography, including:
e Utilization logs showing the following:

O Description, including the make, model, and serial number of the device used.

O ldentification and signature of the radiographer.

O Where the deviceis used and dates of use; dates device is removed and returned to storage.
® Records of daily inspection of equipment.

® Pocket dosimeter readings. These readings must be made at the beginning and end of awork
shift. Instructions to personnel must specify that the readings be recorded.

® Results of the physical survey to ensure that the sealed sourceisin its shielded position, when
aradiographic exposure device is placed in a storage area (as defined in 8§ 34.3) and if that
survey isthe last one performed in the workday.

Other operations that may require records include quarterly (not to exceed 3 months) inspection
and maintenance, instrument calibration, shipment of packages, etc. Radiography personnel
should also be aware of the records that must be maintained at temporary jobsites.
Radiographers performing radiographic duties should be given specific instructions for
recordkeeping. These should not include instructions about records that are the responsibility of
management and supervision.

Response from the Applicant: Submit operating and emergency procedures which ensure
proper maintenance of records.

8.11 Item 11. Waste Management

8.11.1 Disposal or Transfer of Radiography Sealed Sour ces Containing
Byproduct Material or Devices Containing Depleted Uranium

Regulations: 10 CFR 20.2001, 10 CFR 30.41, 10 CFR 30.51.



Criteria: Licensed materials must be disposed of in accordance with NRC requirements by
transfer to an authorized recipient. Appropriate records must be maintained.

Discussion: Licensees who dispose of radiography sealed sources containing byproduct
material, or dispose of radiography devices containing depleted uranium, must transfer them to
an authorized recipient. Recipients authorized to accept radioactive waste from other persons, or
another specific licensee authorized to possess the licensed material, i.e., whose license
specifically authorizes the radionuclide and its use are the original manufacturer of the device, or
acommercial firm licensed by the NRC or an Agreement State.

Before transferring radioactive material, alicensee must use one of the methods described in
10 CFR 30.41 to verify that the recipient is properly authorized to receiveit . In addition, all
packages containing radioactive sources must be prepared and shipped in accordance with NRC
and DOT regulations. Records of the transfer must be maintained as required by 10 CFR 30.51.

Response from Applicant: The applicant does not need to provide aresponse to thisitem during
the licensing process. However, the applicant should establish and include waste disposal
procedures in its radiation safety program.

ecause of the difficulties and costs associated with disposal of sealed sources containing
yproduct material and devices containing depleted uranium, applicants should preplan the
isposal. Applicants may want to consider contractual arrangements with the sealed source and
evice supplier as part of a purchase agreement.

The next two items on NRC Form 313 should be completed on the form itself.

8.12 Item 12: License Fees

On NRC Form 313, enter the fee category and the amount of the fee enclosed with the
application.

8.13 Item 13: Certification

Individuals acting in a private capacity are required to date and sign NRC Form 313. Otherwise,
representatives of the corporation or legal entity filing the application should date and sign NRC
Form 313. Representatives signing an application must be authorized to make binding
commitments and to sign official documents on behalf of the applicant. As discussed previously
in “Management Responsibility,” signing the application acknowledges management's
commitment and responsibilities for the radiation protection program. NRC will return al
unsigned applications for proper signature.

Note:
® [tisacrimina offenseto make awillful false statement or representation on applications or
correspondence (18 U.S.C. 1001).



® When the application references commitments, those items become part of the licensing
conditions and regulatory requirements.

9 Amendments and Renewalsto a License

It isthe licensee’s obligation to keep the license current. If any of the information in the original
application changes, the licensee must submit an application for alicense amendment to reflect
the change before the change takes place. Also, to continue alicense after its expiration date, the
licensee must submit an application for license renewal at least 30 days before the expiration date
(10 CFR 2.109, 10 CFR 30.36(a)).

Applications for license amendment, in addition to the following, must include the appropriate
fee. For renewa and amendment requests, applicants must do the following:
® Use the most recent guidance in preparing an amendment or renewal request.

e Submit in duplicate either an NRC Form 313 or aletter requesting amendment or renewal.
® Provide the license number.

® [or renewals, provide a complete and up-to-date application if many outdated documents are
referenced, or if there have been significant changesin regulatory requirements, NRC's
guidance, the licensee's organization, or the licensee's radiation protection program.
Alternatively, describe clearly the exact nature of the changes, additions, and deletions.

10 Applications for Exemptions

Various sections of NRC's regul ations address requests for exemptions (e.g., 10 CFR 19.31,
10 CFR 20.2301, 10 CFR 30.11(a), 10 CFR 34.111)). These regulations state that NRC may
grant an exemption, acting on its own initiative or on an application from an interested person.
Key considerations are whether the exemption is authorized by law, will endanger life or
property or the common defense and security, and is otherwise in the public interest.

ntil NRC has granted an exemption in writing, NRC expects strict compliance with all
plicable regulations.

Exemptions are not intended to revise regulations, are not intended for large classes of licenses,
and are generally limited to unigque situations and are reviewed on a case-by-case basis.
Exemption requests must be accompanied by descriptions of the following:

e Exemption from which provision in NRC's regulations and the basis for request.



® Proposed compensatory safety measures intended to provide alevel of health and safety
equivalent to the regulation for which the exemption is being requested.

® Alternative methods for complying with the regulation and why they are not feasible.

11 Termination of Activities

When terminating licensed activities, pursuant to 10 CFR 30.34(b), 10 CFR 30.35(g),

10 CFR 30.36(d) and (j), and 10 CFR 30.51(f), licensees must do the following:

® Certify the disposition of licensed materials by submission of NRC Form 314, “ Certificate of
Disposition of Materials,” or equivalent information, available from NRC's Regional or Field
Offices (see Figure 2.1 for addresses and telephone numbers).

® Beforealicense isterminated, send the records important to decommissioning (as required by
10 CFR 30.35(qg)) to the appropriate NRC regional office,

OR
® When transferring alicensed activity to another license at the same location, ensure the
records are given to the successor licensee.

For guidance on the disposition of licensed material, see the section on Waste Management -
Source or Device Disposal or Transfer. For guidance on decommissioning records, see the
section on Radioactive Materials - Financial Assurance and Recordkeeping for
Decommissioning.

Appendix A: List of Documents Considered in Development
of thisNUREG

Regulatory Guides (RGs) and Policy and Guidance
Directives (PGS)

(*) Marked items are superseded and are not to be used.
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Appendix C: Suggested Format for Providing I nfor mation

Requested in Items 5 through 11 of NRC Form 313

Suggested Format for Providing I nformation Requested in Items 5 through 11 of NRC

Form 313
Item No. Titleand Criteria Yes Description
Attached
5 RADIOACTIVE MATERIAL

Sealed Sour ces and Devices

Identify each
radionuclide that
will be used for
performing
radiography.

[]

Identify the
manufacturer (or
distributor) and
model number of
each sealed
source.

[]

Identify the
manufacturer (or
distributor) and
model number of
each exposure
device. Indicateif
adeviceisonly to
beusedina
permanent
radiographic
installation.

[]

Identify the
manufacturer (or
distributor) and
model number of
each source
changer.

[]




Item No.

Titleand Criteria

Yes

Description
Attached

If depleted
uranium is used as
shielding material,
specify the total
amount (in
kilograms).

[]

Confirm that each
sealed source,
device, and
source/device
combination
possessed is
registered as an
approved sealed
source or device
by NRC or an
Agreement State
and will be
possessed and
used in
accordance with
the conditions
specified in the
registration
certificate.

[]

Confirm that
associ ated
equipment is
compatible with
the exposure
devices, source
exchangers, and
sealed sources
containing
byproduct
material.

[]




Item No.

Titleand Criteria

Yes

Description
Attached

Confirm that only
radiographic
exposure devices,
source assemblies
or sealed sources,
and associated
equipment which
meet the
requirements
specified in 10
CFR 34.20 will be
usedin
radiographic
operations.

[]

Identify each
radionuclide and
the manufacturer
(or distributor)
and model number
of each sealed
source and/or
device containing
byproduct material
that will not be
used for
performing
radiography.

[]

RADIOACTIVE MATERIAL

Financial Assurance and Recordkeeping for Decommissioning




. Pursuant to 10 []
CFR 30.35(g), we
shall maintain
drawings and
records important
to
decommissioning
and to transfer
these records to a
new licensee
before licensed
activitiesare
transferred, or to
assign the records
to the appropriate
NRC regional
office before the
licenseis
terminated.

OR

. If financial []
assuranceis
required, submit
evidence.

7 INDIVIDUAL (S) RESPONSIBLE FOR RADIATION SAFETY
PROGRAM AND THEIR TRAINING EXPERIENCE

| |Radiation Safety Officer (RSO) |




Item No.

Titleand Criteria

Yes

Description
Attached

The name of the
proposed RSO and
other potential
designees who
will be responsible
for ensuring that
the licensee's
radiation safety
program is
implemented in
accordance with
approved
procedures.

[]

AND

Demonstrate that
the RSO has
sufficient
independence and
direct
communication
with responsible
management
officias by
providing a copy
of an
organizational
chart by position,
demonstrating
day-to-day
oversight of the
radiation safety
activities.

[]

AND EITHER




Item No.

Titleand Criteria

Yes

Description
Attached

The specific
training and
experience of the
RSO and other
potential
designees.
Include the
specific dates of
certification
and/or training in
radiation safety.

[]

Documentation to
show that the RSO
has a minimum of
2,000 hours of
hands-on
experienceasa
qualified
radiographer in
industrial
radiographic
operations.

[]

Documentation to
show that the RSO
has obtained
formal training in
the establishment
and maintenance
of aradiation
protection
program.

[]

OR

Alternative
information
demonstrating that
the proposed RSO
isqualified by
training and

experience.

[]




Item No.

Titleand Criteria

Yes

Description
Attached

Documentation to
show the RSO has
obtained formal
training in the
establishment and
maintenance of a
radiation
protection
program.

[]

TRAINING FOR RADIOGRAPHERS AND RADIOGRAPHER’S

ASSISTANTS

Submit an outline
of thetraining to
be givento
prospective
radiographers and
radiographer's
assistants. Submit
your procedures
for experienced
radiographers wh
have worked for
another licensee.

o

[]

Provide a copy of
atypical
examination and
the correct
answersto the
examination
guestions.
Indicate the
passing grade.

[]




Item No.

Titleand Criteria

Yes

Description
Attached

Prior to June 27,
1999, you may
affirm that all
individuals acting
as radiographers
will be certified in
radiation safety in
lieu of providing a
description of
your training and
examination
program in the
topicslistedin 10
CFR 34.43(g).
(All other training
program
descriptions must
still be submitted.)

[]

Specify the
qualifications of
your instructorsin
radiation safety
principles and
describe their
experience with
radiography. If
training will be
conducted by
someone outside
the applicant's
organization,
identify the course
by title and
provide the name
and address of the
company
providing the

training.

[]




Item No.

Titleand Criteria Yes Description
Attached

. Describe the field []
(practical)
examination that
will be given to
prospective
radiographers and
radiographer's
assistants.

. Describe the []
annual refresher
training program,
including topics to
be covered and
how the training
will be conducted.

. Submit your []
procedures for
verifying and
documenting the
certification status
of radiographers
and for verifying
that their
certification
remainsvalid.

. Submit a []
description of
your program for
inspecting the job
performance of
each radiographer
and radiographers
assistant at
intervals not to
exceed 6 months
as described in

10 CFR 34.43(e).

FACILITIESAND EQUIPMENT

Permanent Radiography Installations

Provide the following information for each permanent radiography
installation:




Item No.

Titleand Criteria

Yes

Description
Attached

An annotated
sketch or drawing
of the facility and
its surroundings.

[]

The scale to which|
the sketch or
drawing is made.

[]

Thetype,
thickness and
density of
shielding
materials on al
sides, including
the floor and the
roof.

[]

The locations of
entranceways and
other points of
access to the
facility.

[]

A description of
the areas adjacent
to the facility and
the distance to
these areas.
Include
information on
areas adjacent to,
above, and below
the facility.

[]

A description of
the general
location of each
proposed
permanent facility
listed in Item 3
(e.g., located inan
industrial park, an
office complex,
etc.) and its
current use.

[]




Item No.

Titleand Criteria

Yes

Description
Attached

If aproposed
permanent facility
isaprivate
residence, provide
diagrams of the
facility that
include the
building, the
proposed
restricted area(s),
and adjacent areas,
including above
and below the
restricted aress.

[]

Restricted areas
do not include
residential
quarters.

[]

Explain how
radiation levelsin
unrestricted areas
will be maintained
at lessthan 1 mSv
(2100 millirem) per
year.

[]

A description of
the visible-audible
signal system or
entrance control
system and its
locations.

[]

The results of
radiation-level
calculations or
actual radiation
measurements
adjacent to, above,
and below the
facility.

[]

FACILITIESAND EQUIPMENT

Permanent Radiography Installations




Item No.

Titleand Criteria

Yes

Description
Attached

Provide the following information to
obtain approval for avariance if
construction requirements preclude
shielding the roof to meet the
reguirement not to exceed 0.02 mSv
(2 mrem) in any one hour:

[]

Means of access
to the roof.

[]

Procedures for
ensuring that no
individual ison
the roof or could
gain accessto the
roof during
radiography.

[]

A commitment
that the roof will
be posted with
“Caution (or
Danger) Radiation
Area’ sign(s).

[]

Steps taken to
minimize
radiation on the
roof.

[]




Item No.

Titleand Criteria

Yes

Description
Attached

Limitations (if
needed) on
positioning of
sources or type
(isotope) and
amount of
radioactive
materia that may
be used in the
installation to
ensure that areas
adjacent to, above,
and below the
installation will be
unrestricted areas
during the
performance of
radiography.

[]

Provide the following information to
obtain approval for avariance if
radiation levels on the radiography
installation roof exceed 1.0mSv (100
mrem) in any one hour:

A commitment
that the roof will
be posted with a
“Caution (or
Danger) High
Radiation Area”
sign(s).

[]

Evidence of
constant
surveillance of the
roof by closed-
circuit TV.

[]

Fluctuation of the

doserate.

[]




Item No.

Titleand Criteria

Yes

Description
Attached

. A description of a
control device that
would
automatically
reduce the
radiation level to 1
mSv (100 mrem)
in any one hour at
30 cm from the
radiation source if
Someone enters
the roof.

[]

. A description of a
control device that
activatesavisible-
audible signal so
that both an
individual
entering the roof
and the
radiographer on
duty are made

aware of the entry.

[]

FACILITIESAND EQUIPMENT

Field Stations

Provide the following information for each field station:

. Describe the
storage location(s)
at the address(es)
listed in Item 3 of
the application
and submit a
diagram showing
where the
radiography
camerawill be
stored at the field

stations.

[]




. Indicate whether []
radiography will
be performed at
the place of
business outside
of a permanent
facility asif the
work was “in the
field.”

. For radiography []
performed at the
place of business
asif thework was
“inthefield,”
provide adiagram
of the location
where radiography
may be performed
and its
surroundings,
including a
description of
adjacent property.




Item No.

Titleand Criteria

Yes

Description
Attached

Cdlibration isto be performed in-
house and alternate procedures will be
followed.

[]

Identify the qualifications of the
individuals who will perform the
calibrations.

[]

10

RADIATION SAFETY PROGRAM

Material Receipt And Accountability

Physical inventories will be
conducted and documented at
quarterly intervals (not to exceed 3
months) to account for all sealed
sources containing byproduct material
and devices containing depleted
uranium received and possessed under
the license.

[]

Minimization Of Contamination

The applicant is not required to
provide aresponse to the
minimization of contamination if the
applicant’s responses meet the criteria
for the following sections:
“Radioactive Material - Sealed
Sources and Devices,” “Facilitiesand
Equipment,” “Radiation Safety
Program - Leak Tests,” “Radiation
Safety Program - Operating and
Emergency Procedures,” and “Waste
Management - Sealed Source/ DU
Device Transfer and Disposal.”

Need Not Be Submitted With

Application

Leak Tests




Item No.

Titleand Criteria

Yes

Description
Attached

Leak tests will be performed by an
organization authorized by NRC or an|
Agreement State to provide leak
testing servicesto other licensees; or
by using aleak test kit supplied by an
organization licensed by NRC or an
Agreement State to provide leak test
kits and/or servicesto other licensees
and according to the instructions
provided in the leak test kit.

[]

OR

Leak testing will be done by the
applicant.

[]

The information in Appendix K
supporting arequest to perform leak
testing and sample analysisis
attached.

[]

We will follow the model procedures
in Appendix K.

[]

We will follow alternate procedures.

[]

10
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Occupational Dosimetry

Film or TLD dosimetry, processed
and evaluated by aNVLAP-
accredited processor and exchanged at
therequired frequency, will be worn
by radiography personnel.

[]

The required personnel monitoring
equipment, including O to 2 mSv (200
mrem) dosimeters or electronic
persona dosimeters, will be worn by
radiographic personnel.

[]

Alarming ratemeters set to alarm

@ * 20% of 500 mrem/hour will be
worn by all radiography personnel
except those at permanent
radiography installations where other
appropriate alarming or warning
devicesarein use.

[]




Item No.

Titleand Criteria

Yes Description
Attached

Pocket dosimeters and alarm
ratemeters will be checked for correct
response at intervals not to exceed 12
months.

[]

. If adjustment is
necessary, the
deviceswill be
returned to the
manufacturer.

[]

. If adjustment is
necessary, in-
house procedures
for adjustments
are described.

[]

Public Dose

The applicant is not required to, and
should not, submit a response to the
public dose section during the

licensing phase. This matter will be

inspected during an inspection.

Need Not Be Submitted With
Application
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Quarterly Maintenance

Submit the proceduresto NRC for
review and approval as Operating and
Emergency Procedures and/or as
Shipping Package Procedures as
needed.

[]

Before using a new sealed
source/device combination, we will
have written inspection and
maintenance procedures that address
the use of the new equipment asa
Type B transport package. In
addition, we will provide training to
radiographic personnel before using a
new sealed source/device

combination.

[]

Operating And Emergency Procedures




Item No.

Titleand Criteria

Yes

Description
Attached

Handling And Use Of Sealed Sources And Radiography Exposure

Devices

Submit operating and emergency
procedures which provide
step-by-step instructions for using
each type of radiographic device.
Instructions for crankout devices
should be separate from those for
pipeliner devices.

[]

Submit operating and emergency
procedures which provide instructions
for performing source exchanges.

[]

Methods And Occasions For Conducting Radiation Surveys

Submit operating and emergency
procedures which, where applicable,
include each of the surveysincluded
inTable8.1

[]

Methods For Controlling Access To

Radiographic Areas

Submit the procedures to control
access to radiographic operations and

Storage areas.

[]

10
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Methods And Occasions For Locking And Securing Radiographic
Exposure Devices, Storage Containers, And Sealed Sources

Submit operating and emergency
procedures that include procedures for
locking and securing radiographic

equipment.

[]

Personnel Monitoring And The Use Of Personnel Monitoring

Equipment

Submit operating procedures that
include instructions for proper use of

personnel monitoring equipment.

[]

Transporting Sealed Sources To Field L ocations, Securing Exposure
Devices And Storage ContainersIn Vehicles, Posting Vehicles, And
Controlling Sealed Sources During Transportation




Item No. Titleand Criteria Yes Description
Attached

Submit operating and emergency []
procedures for transporting sealed
sources containing byproduct
material, exposure devices, and
source exchangers.

Daily Inspection And Maintenance Of Radiographic Equipment

Submit operating and emergency []
procedures for daily inspection and
maintenance of radiographic
equipment.

Ratemeter Alarms Or Off-Scale Dosimeter Readings

Submit operating and emergency []
procedures to address ratemeter
alarms or off-scale dosimeters.

Procedure For Identifying And Reporting Defects And Non-Compliance
AsRequired By 10 CFR Part 21

Submit operating and emergency []
procedures for notifying management
of equipment malfunction or defect.

10 RADIATION SAFETY PROGRAM
Notification Of Proper PersonsIn The Event Of An Accident

Submit operating and emergency []
procedures that include appropriate
instructions for notifying the RSO
and/or other personnel in the event of
an emergency.

Minimizing Exposure Of Persons|n The Event Of An Accident--
Emer gency Procedures

Submit operating and emergency [1
procedures that include instructions
for minimizing exposure of personsin|
the event of an accident.

Source Retrieval

We will not perform source retrievals []
and will use the services of a person
specifically licensed by the NRC or
an Agreement State to perform the
retrievals of our sources.




Item No.

Titleand Criteria

Yes Description
Attached

Submit operating and emergency
procedures that include instructions
for source retrieval procedures and
specific training.

[]

Maintenance Of Records

Submit operating and emergency
procedures which ensure proper
maintenance of records.

[]

11

WASTE MANAGEMENT

Disposal or Transfer of Radiography Sealed Sour ces Containing
Byproduct Material or Devices Containing Depleted Uranium

The applicant does not need to
provide aresponse to thisitem during
the licensing process. However, the
applicant should establish and include
waste disposal proceduresin its
radiation safety program.

Need Not Be Submitted With
Application

Appendix D: Sample Radiography License

Sample Radiography License

This appendix contains an example of aradiography license that the NRC would issue to an
applicant who meets the requirements in the 1997 revision to 10 CFR 34. The samplelicense
includes amatrix of many currently approved source assemblies, exposure devices, and source
changers; however, actual licenses should only include the specific items requested by the
applicant. The following are descriptions of individual items or conditions as provided in the

license:




....................................................................

....................................................................

Condltlon 11:

§The location specified inthissectionand in
iCondition 11.A. are assumed to be the location
iwhere records are maintained. If thisisnot the
'case then the applicant is required to specify

Where the records will be maintained.

Llcensed material authorized for sealed sourc&e

:and devices used for radiography isidentified i |n_
iCondition 10. All other licensed material '
tauthorized (both byproduct and source
'materlals) islisted.

.........................................................................................................................................

 Sealed sources and devices used for other than

:for radiography are specified by manufacturer
iand model number. ’

If possession limits are not specified, the :
iquantity of licensed material possessed by the
i licensee cannot exceed that required for 5
tfinancial assurance (in accordance with

: Condition 14).

T

{ Authorization in A. permits the use of sedled
 sources, exposure device and source changers
finindustrial radiography. Note that the :
tauthorization in B. is specific for a particular
manufacturer and mode! calibrator for

: :calibrating the licensee’s survey instruments.

........................................................................................................................................

 Provides a matrix of many currently approved |
iand compatible sealed sources, exposure '
devi ces, and source changers authorized for

Thelocatlon specified in A. isonly authorized

_for storage. The address listed in B. identify a
i permanent radiographic installation, afield
: Station which is, both a storage location and a
tuse location for field type radiography :
i procedures at the site, and B. also authorizes
tuse of the exposure devices at temporary

e e e e eeaeaeeaeesassssasaseesasesassssasessasasesasansanenennanand

EThe applicant’s training program and 10 CFR
i Part 34 are both referenced.

.........................................................................................................................................

: : Limits the quantity of licensed material
'possessed by the licensee.



: Condition 16: : The authorization to conduct leak testing is
ifound in this condition of thelicense. This |
:condition also permits the licensee to not leak
; ‘test sealed sources for intervals of up to 3 years:
:if the sources are in storage and not being used. ;

..............................................................................................................................................................................................................

Note: The authorizations in the sample license do not necessary reflect those normally provided
to an applicant. For example, the authorization for source retrieval and leak testing require the
applicant to have specific procedures approved by the NRC.

Form 374 - Sample Radiography License

| Form 374 - Sample Materials Licence
| 1of 4 |Materials L icense (48 KB)
20f 4 Materials L icense(Supplementary Sheet) (86
KB)
30f4 Materials License(Supplementary Sheet) (50
KB)
40f 4 Materials L icense(Supplementary Sheet) (78
KB)

Appendix E: Information Needed for Transfer of Control
Application

Information Needed for Transfer of Control Application

Licensees must provide full information and obtain NRC’s prior written consent before
transferring control of the license; some licensees refer to this as “transferring the license.”
Provide the following information concerning changes of control by the applicant (transferor
and/or transferee, as appropriate). If any items are not applicable, so state.



........................................................

........................................................

........................................................

........................................................

........................................................

: The new name of the licensed organization. If |
ithere is no change, the licensee should so state

....................................................................................................................................................

The new licensee contact and telephone
i number(s) to facilitate communications.

....................................................................................................................................................

{ Any changes in personnel having control over
licensed activities (e.g., officersof a :
i corporation) and any changesin personnel
inamed in the license such asradiation safety
i officer, authorized users, or any other persons
fidentified in previous license applicationsas
: responsible for radiation safety or use of i
ilicensed material. The licensee should include
tinformation concerning the qualifications, '
{training, and responsibilities of new
{individuals.

tAn indication of whether the transferor will
:remain in non-licensed business without the

mesmmsmsssssssssssssssssssssssssessssssssssssadessanenssasssasasenesssasssssasenesssasssssssesssssssssssssssssssssssssssssssssssssssssssssssssssssees]

A complete, clear description of the transactlon
tincluding any transfer of stocks or assets, :
imergers, etc., so that legal counsel is able, When
i necessary, to differentiate between name
échanges and transfer of control.

....................................................................................................................................................

A complete description of any planned changeﬁ
{in organization, location, facility, equipment, or:
i procedures (i.e., changes in operating or ’
‘emergency procedures).

.....................................................................................................................................................

{A detailed description of any changesin the
use, possession, location, or storage of the
ilicensed materials.

e

: Any changes in organization, location, :
ifacilities, equipment, procedures, or personnel
ithat would require alicense amendment even
twithout the transfer of control.

....................................................................................................................................................

{ An indication of whether all surveillance |tems
éand records (e.g., calibrations, leak tests,
isurveys, inventories, and accountability
irequirements) will be current at the time of _
‘transfer. Provide a description of the status of
tall surveillance requirements and records. :



i11. {A description of the status of the facility.

i Specifically, the presence or absence of
i contamination should be documented. If _
 contamination is present, will decontamination :
toccur before transfer? If not, does the '
i successor company agree to assume full i
liability for the decontamination of the facility

.............................................................................................................................................................................................................

i12. {A description of any decontamination plans,

5 tincluding financial assurance arrangements of
i the transferee, as specified in 10 CFR 30.35, |
140.36, and 70.25. Include information about
thow the transferee and transferor proposeto
{divide the transferor’s assets, and responsibility
:for any cleanup needed at the time of transfer.

T R

113, : Confirmation that the transferee agrees to abide:

5 iby al commitments and representations '
i previously made to NRC by the transferor.
i These include, but are not limited to: :
{ mai ntai ning decommissioning records required
by 10 CFR 30.35(g); implementing 5
i decontamination activities and
tdecommissioning of the site; and completing
i corrective actions for open inspection items and:
: enforcement actions. 5

{With regard to contamination of facilities and

{ equipment, the transferee should confirm, in =~
‘writing, that it accepts full liability for the site,
:and should provide evidence of adequate :
i resources to fund decommissioning; or the
itransferor should provide a commitment to

{ decontaminate the facility before transferring
icontrol.

i With regard to open inspection items, €etc., the
itransferee should confirm, in writing, that it
taccepts full responsibility for open inspection
items and/or any resulting enforcement actions;
tor the transferee proposes alternative measures
ifor meeting the requirements; or the transferor
{ provides a commitment to close out all such
éacti ons with NRC before license transfer.

114, Documentation that the transferor and
: : transferee agree to transferring control of the



i15. : A commitment by the transferee to abide by all

{ constraints, conditions, requirements, :
: representations, and commitments identified in :
ithe existing license. Lacking this, thetransfereg
imust provide a description of its program, to
{ ensure compliance with the license and
: regul ations.

Appendix F: Information Notice 96-20, “ Demonstration of
Associated Equipment Compliance with 10 CFR 34.20"

| nformation Notice 96-20, “ Demonstr ation of Associated
Equipment Compliance with 10 CFR 34.20"

UNITED STATES
NUCLEAR REGULATORY COMMISSION
OFFICE OF NUCLEAR MATERIAL SAFETY AND SAFEGUARDS
WASHINGTON, D.C. 20555

April 4, 1996

NRC INFORMATION NOTICE 96-20: DEMONSTRATION OF ASSOCIATED
EQUIPMENT COMPLIANCE WITH 10 CFR 34.20

Addressees

All industria radiography licensees and radiography equipment manufacturers.

Purpose

The U.S. Nuclear Regulatory Commission is issuing this information notice to inform
radiography licensees of acceptable methods to demonstrate that their associated equipment used
in radiographic operations meets the regulations in 10 CFR 34.20. It is expected that recipients
will review the information for applicability to their facilities and consider appropriate actions.
However, thisinformation notice does not contain any new requirements; therefore, no specific
action nor written response is required.

Description of Circumstances

Section 34.20 of 10 CFR Part 34 specifies performance requirements for radiography equipment.



Paragraph (d) of 10 CFR 34.20 provided that al newly manufactured radiographic exposure
devices and associated equipment (manufactured after January 10, 1992) acquired by NRC
licensees must meet Section 34.20 requirements. Paragraph (e) of 10 CFR 34.20 provides that all
radiographic exposure devices and associated equipment in use by NRC licensees after January
10, 1996, must comply with the requirements specified in 10 CFR 34.20. NRC amended the
regulationsin 10 CFR 34.20 to permit licensees to use an alternate value of torque for
performance testing criteria and to allow licensees to use engineering analysis to demonstrate that
amodest change in an already approved design is acceptable without the need to perform
prototype testing. The changes were published in the Federal Register asafinal rule on

May 31,1995.

NRC Information Notice (IN) 95-58: “10 CFR 34.20; Final Effective Date,” issued on
December 18, 1995, to all radiography licensees, reminded licensees of the final effective date
implementing the regulationsin 10 CFR 34.20. IN 95-58 also reminded licensees that associated
equipment used with radiography cameras (i.e., source assemblies, drive cables, guide tubes,
control tubes, source stops, etc.) were subject to 10 CFR 34.20 requirements. IN 95-58 went on
to explain that, previously, certain associated equipment had not been independently registered
and/or evaluated by the NRC or the Agreement States (AS). Thisincludes drive cables, guide
tubes, and source stops. Most new camera models and their basic associated equipment were
registered as part of the gamma radiography system as described in the American National
Standard N432-1980, “Radiological Safety for the Design and Construction of Apparatus for
Gamma Radiography.” Therefore, information concerning certain associated equipment to be
used with the devices was included as part of the overall system evaluation and registration
process. Some manufacturers have also been labeling their equipment with an identifier, such as
the manufacturer's logo, to indicate that the equipment meets the requirements of 10 CFR 34.20.
IN 95-58 went on to remind licensees that 10 CFR 34.20 makes the licensee responsible for
ensuring that equipment meets regulatory requirements.

NRC and AS review and eval uate radiography-associated equipment (guide tubes, exposure
heads, and collimators) as well as seal ed sources, radiographic exposure devices (cameras) and
source changers for compliance with 10 CFR Part 34. On completion of this evaluation,
acceptable components are identified on aregistration certificate. Information isalso includedin
aNational Registry System maintained by NRC. Regulatory authorities use thisinformation in
their licensing and inspection activities.

Discussion

The regulation on performance requirements for radiography equipment—Section
34.20—requires that the radiographic exposure device and all associated equipment must meet
the requirements of ANSI N432-1980, and other specific requirements listed in 10 CFR 34.20.
Associated equipment includes source assemblies, drive cables, guide tubes, control tubes,
cranks, “J’ tubes, collimators, exposure heads, and source stops.

In particular for guide tubes, 10 CFR 34.20(c)(5) states, “ The guide tube must have passed the
crushing tests for the control tube as specified in ANSI N432 and a kinking resistance test that



closely approximates the kinking forces likely to be encountered during use.” In addition,

10 CFR 34.20(c)(8) requires that the connection between the guide tube and exposure head be
able to withstand the tensile test for control units specified in ANSI N432. Since Section 8.9 of
ANSI N432-1980 specifies that radiography systems must withstand the endurance test described
in that section, licensees must demonstrate that guide tubes and exposure heads will withstand
the endurance test.

Recently some questions were raised concerning what constitutes an exposure head vs. a guide
tube. Exposure heads may be a separate or integral part of a guide tube. NRC's analysis of
associated equipment (i.e., collimators, guide tubes, exposure heads) has shown that thereislittle
risk of obstruction of source travel for equipment that guides a source assembly a distance less
than 10 times the length of the source capsule. NRC's analysisincluded areview of equipment
designs and incidents involving source travel obstructions. Based on these findings, NRC's
policy is that associated equipment that guides a source assembly a distance greater than 10 times
the length of the source capsule (i.e., exposure heads, “J’ tubes, jet engine probes, source stops)
Is considered a guide tube and must meet the testing requirements for guide tubes. In addition,
NRC's policy is that only associated equipment that comes in contact with the source (e.g.,
collimatorsthat slip over the end stop) must meet the applicabl e testing requirements.

The NRC has identified several ways licensees can demonstrate that their radiography equipment
meets 10 CFR 34.20 requirements. First, the most direct method would be that the equipment
that has been labeled by the manufacturer pursuant to aregistration certificate. (If the label has
worn off, you should contact the manufacturer or have support information as described below.)
Alternatively, licensees can make this demonstration if they can provide a document trail to
registered associated equipment. The equipment will be considered to meet the requirements, if
the licensee has in its possession one of the following for each piece of equipment:
® A purchase order(s) listing the radiography equipment that can be tied-back to aregistration
certificate; or,

e Documentation from the manufacturer verifying that the equipment the licensee is using was
approved and registered with the NRC or AS. The documentation must clearly identify which
equipment meets the requirements; or,

® A signed NRC or AS recognized checklist(s) certifying that the licensee has evaluated its
equipment, and that it meets the specifications of the checklist. In order for the checklist to
be recognized, it must have been provided by the manufacturer of the equipment and approved
by the NRC or AS. Asof this date, only one checklist has been approved. See Attachment 1
for the recognized checklist.

If alicensee possesses and intends to use radiography equipment that is not labeled by the
manufacturer, or that the licensee cannot demonstrate that it meets 10 CFR 34.20 requirements,
then the licensee must submit an application for a custom evaluation. Attachment 2 includes
information on how to file an application for custom evaluation. Equipment cannot be used in



radiographic operations until it has been approved for use by NRC or an AS.

Thisinformation notice requires no specific action nor written response. If you have any
guestions about the information in this notice, please contact the technical contact listed below or
the appropriate regional office.

Signed by

Donald A. Cool, Director
Division of Industrial and Medical Nuclear Safety
Office of Nuclear Material Safety and Safeguards

Attachments:

1. Recognized Checklist for Associated Equipment

2. Custom Evaluation of Associated Equipment

3. List of Recently Issued NMSS Information Notices
4. List of Recently Issued NRC Information Notices

éContact: : Thomas W. Rich, NMSS

Attachment 1. Recognized Checklist for Associated
Equipment

IN 96-20
April 4, 1996
Page 1 of 2

Checklist for Amersham’s Model 591 Controls

To assure the associated equipment you are using are approved Amersham-manufactured
accessories, please perform a side-by-side comparison against a known (i.e., flying A islegible or
POs are available) Amersham-manufactured piece. Perform a detailed mechanical and visual
Inspection of your equipment against the following checklist. If you have any questions, please
call Amersham for assistance.



Amersham Controls:

i1, SAII controls have a yellow polyvinyl housing
: iwith a9/16 inch outer diameter.

............................................................................................................................................................................................................

2 Thefittings are 3 inches long (including the hex
........................................................................................................ e S
R Thehexnutis11A6INCN, oo
4, : Check the fittings for swage marks, the fittings

twill have 3 single swage marks 1/8 inch wide
gand Y inch apart or 4 single swage marks 1/8
iinch wide and %2 inch apart.

.............................................................................................................................................................................................................

5. éThefirst swage mark istypically 3/8 inch from
N ... ’
:6. : The thread pattern for the control connector is :
i7. : The 661 connector assembly will have an

{indentation %2 inch wide band behind the jaws;

:for newer units thiswill be covered with ared

Sstripe, but this stripe may have worn off on the
_______________________________________________________________________________________________________ OldermodelS. e
To the best of my knowledge the piece of equipment identified below (the equipment must be
uniquely identifiable, either by labeling, marking, or tagging, or other means to signify which
piece of equipment is certified as meeting the conditions of this checklist) has been manufactured
after 1964, meets the conditions of this checklist, and is the same design as a similar piece of
eqU| pment that has been regl istered and approved by the NRC.

............................................................................................................................................................................................................

Attachment 1
IN 96-20
April 4, 1996
Page 2 of 2

Amersham Modd 402, 489, and 676 Guide Tubes

To assure the associated equipment you are using are approved Amersham-manufactured
accessories, please perform a side by side comparison against aknown (i.e., flying A islegible or
POs are available) Amersham-manufactured piece. Perform a detailed mechanical and visual
ingpection of your equipment against the following checklist. If you have any questions, please
call Amersham for assistance.



Amersham Guide Tubes:

i1, i Housing should be yellow polyvinyl with e|ther
e 218 INCD O 314 nch oter diameter.
2. éThefIttI ngs are yellow iridited steel, the

s L CO0EA TITINGS CONSISt Of 1 Inch 18 thread. |
i3, éTheflttl ngs for both the threaded fitting and the
isource stop fitting will have 2 singleswage

émarks approximately 1/4 inch apart.

4, : The Amersham standard source stops are made
ettt fromauminumand are2*zincheslong,
To the best of my knowledge the piece of equipment identified below (the equipment must be
uniquely identifiable, either by labeling, marking, or tagging, or other means to signify which
piece of equipment is certified as meeting the conditions of this checklist) has been manufactured
after 1964, meets the conditions of this checklist, and is the same design as a similar piece of

eqw pment that has been regl istered and approved by the NRC.

Attachment 2: Custom Evaluation of Associated Equipment

IN 96-20
April 4, 1996
Page 1 of 3

Custom Evaluation of Associated Equipment

The information provided below applies to custom registration of associated equipment.

Product Registration

Either the manufacturer, distributor, or user of the radiographic equipment can submit the
information outlined in 10 CFR 32.210 for evaluation.

If the applicant is located within the jurisdiction of the U.S. Nuclear Regulatory Commission, the
appl ication should be sent to the following address:

§U S. Nuclear Regulatory Commission
i Sealed Source Safety Section

:Mail Stop T-8-F-5

i Washington, DC 20555



Otherwise, the applicant should submit the information to the appropriate Agreement State.

Application Contents
General:

Licensees are required to use only radiography equipment, including exposure heads and source
guide tubes, that meets the requirements specified in 10 CFR 34.20. The regulations require that
the exposure device and all associated equipment must meet the requirements in American
National Standard N432-1980, “Radiological Safety for the Design and Construction of
Apparatus for Gamma Radiography,” and other specific requirements listed in 10 CFR 34.20.
The standard defines the requirements for the design and method of qualifying (testing)
prototypes of gamma radiography systems.

Refer to Regulatory Guide 10.10, “Guide for the Preparation of Applications for Radiation Safety
Evaluation and Registration of Devices Containing Byproduct Material” for information on what
types of information needs to be included in your application.

Attachment 2
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Specific:

Applications for registration for the equipment must, at a minimum, include the following

documentation:

® A demonstration, either by testing or by engineering analysis, that prototypes of the associated
equipment meets the appropriate tests listed below;

® A list of all radiographic exposure equipment with which the associated equipment will be
used, and an explanation of how the associated equipment is compatible with each piece of
radiographic exposure equipment;

® Details of how the associated equipment will be identified, such as by labeling, marking, or
tagging, as meeting the requirements of Section 34.20;

® Complete specifications, including materials, details of construction, and complete



dimensions of each component of the equipment; and

® | ikely environments (i.e., temperature, pressure, vibration, humidity, impact) and conditions
of use of the equipment.

Prototype Tests

Each associated equipment design (e.g., source guide tube, collimator, exposure head) must
either pass the appropriate tests listed below, or demonstrate by engineering analysis that the
designs would likely meet the test requirements.

NRC’s policy is that associated equipment that guides a source assembly a distance greater than

10 times the length of the source capsule (i.e., exposure heads, “J’ tubes, jet engine probes,
source stops) is considered a guide tube and must meet the testing requirements for guide tubes.

Source Guide Tube Tests
Source guide tubes are required to meet the following:

® The crushing test specified in Section 8.6 of ANSI N432-1980;

® A kinking resistance test that closely approximates the kinking forces likely to be encountered
during use;

® The endurance test specified in Section 8.9 of ANSI N432-1980; and

® Thetensile tests specified in Section 8.7 of ANSI 432-1980 for control units.

Attachment 2
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Exposure Head and Collimator Tests

Exposure heads and collimators that are not considered guide tubes, need only meet the tests
listed in item ¢, and d above.

Engineering Analysis



Engineering analysis will be considered in lieu of actual testing if the analysisis based on a
similar design that has been tested in accordance with the standard and has been approved by the
NRC or Agreement State. The engineering analysis, at a minimum, must compare the tested
design against the associated equipment you want evaluated and address the effects of the
materials of construction (i.e., wear resistance, strength, corrosion properties); the wall thickness;
the length (i.e., resistance); any bends, bend angles and the minimum bend radii over which the
bends will be produced (curvature); and any other properties that would have an effect on the
outcome of the endurance test.

Appendix G: Radiographer and Assistant Radiographer
Training
Radiographer and Assistant Radiographer Training

Table G.1 10 CFR Part 34 Radiographer and Assistant Radiographer Training
Requirements

Requirement Training Criteria
34.43(a)(1) Radiographer




Requirement

Training Criteria

Receive Trainingin
10 CFR 34.43(g) Topics
(Classroom Training —

Length)

Approximately 40 hoursin

Topicsin 10 CFR 34.43(g)

Fundamentals of Radiation

Safety

® Characteristics of gamma
radiation

® Units of radiation dose and
quantity of radioactivity

® Hazards of exposureto
radiation

® |evelsof radiation from
licensed material

® Methods of controlling
radiation dose (time,
distance, and shielding)

Radiation Detection

Instruments

® Use, operation, calibration
and limitations

® Survey techniques

® Personnel monitoring
equipment

Equipment to be Used

® Operation and control of
radiographic exposure
equipment,, remote handling
equipment, storage
containers and pictures or
models of source assemblies
(pigtails)

® Storage, control and
disposal of licensed material

® |nspection and maintenance
of equipment

Requirements of Pertinent
Federal Regulations

Case Histories of Accidentsin
Radiography

On-the-Job Training
— 2 months or 320 hours

Under the supervision of a
qualified radiographer




